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ANNEX ON INSPECTION ACTIVITIES TO THE PROTOCOL TO THE TREATY 
BETWEEN THE UNITED STATES OF AMERICA 

AND THE RUSSIAN FEDERATION ON MEASURES FOR THE 
FURTHER REDUCTION AND LIMITATION OF STRATEGIC OFFENSIVE ARMS 

Part One - Transportation Procedures 

1. Each Party, no later than five days after entry into force 
of the Treaty, shall provide to the other Party notification 
containing the list of types of inspection airplanes that this 
Party intends to use for transportation of inspectors to the 
points of entry. A type of inspection airplane shall be 
considered agreed unless the other Party, within ten days 
after receipt of the notification, provides a notification 
objecting to the use of the type of inspection airplane. 
Agreed types of inspection airplanes shall be provided in 
accordance with Part Two of the Protocol. Each Party shall 
have the right to replace the types of airplanes specified in 
accordance with Part TWo of the Protocol with other types of 
airplanes, as well as to add other types of airplanes after it 
has informed the other Party of such a replacement or 
addition. Unless otherwise agreed by the Parties, each such 
change shall become effective three months after a Party has 
provided such information to the other Party. If the other 
Party disagrees with a proposed replacement or proposed 
addition, such an issue shall be resolved within the framework 
of the BCC. 

2. Each Party shall have the right to change a point of entry 
on its territory. Information on the change of a point of 
entry shall be included in the notification to be provided in 
accordance with paragraph 2 of Section II of Part Four of the 
Protocol. The change shall become effective three months 
after provision of such notification. 

3. Each Party shall issue standing diplomatic clearance 
numbers for inspection airplanes of the other Party pursuant 
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to paragraph 1 of Section VI of Part Four and paragraph 2 of 
Section III of Part Five of the Protocol. 

4. The inspected Party shall ensure approval of the flight 
plan of the inspection airplane, provided in accordance with 
paragraph 2 of Section VI of Part Four of the Protocol, and 
shall provide notification thereof in accordance with 
paragraph 3 of Section VI of Part Four of the Protocol, so 
that the inspection team may arrive at the point of entry by 
the estimated time of arrival. Each Party may change flight 
routes for inspection airplanes to and from points of entry 
established on its territory by providing the relevant 
notification. 

5. The call sign "START-XXX" shall be assigned to inspection 
airplanes. Such an odd-hundred call sign shall be assigned to 
inspection airplanes of the United States of America (for 
example, 1XX, 3XX, 5XX). Such an even-hundred call sign shall 
be assigned to inspection airplanes of the Russian Federation 
(for example, 2XX, 4XX, 6XX). 

6. The number of aircrew members for an inspection airplane 
shall not exceed ten. On a case-by-case basis with the 
permission of the inspected Party, for the purpose of making 
repairs on an inspection airplane located on the territory of 
the inspected Party, the number of aircrew members may be 
increased to no more than 15. 

7. Movement and travel of inspectors and aircrew members 
within the territory of the inspected Party shall be at the 
discretion of the in-country escort. Situations that require 
an emergency evacuation of inspectors or aircrew members in 
the event of illness or other extraordinary circumstances 
shall be resolved by agreement between the in-country escort 
and the inspection team leader. 

8. All costs related to the servicing of the inspection 
airplane provided for in paragraph 6 of Section III of Part 
Five of the Protocol shall be paid by the commander of the 
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inspection airplane, at the point of entry, upon receipt of 
such servicing. 
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Part Two - Procedures Relating to Unique Identifiers 

1. A unique identifier shall be applied by the inspected 
Party, using its own technology, to each existing or newly
produced ICBM, existing or newly-produced SLBM, and existing 
or newly-produced heavy bomber, as provided for in paragraphs 
3, 4, and 5 of this Part. Such a unique identifier shall not 
be changed. Each Party shall determine for itself the size of 
the unique identifier. 

2. Each Party shall provide the other Party with unique 
identifier data for each ICBM, each SLBM, and each heavy 
bomber in accordance with Parts Two and Four of the Protocol. 

3. For each ICBM or each SLBM that is maintained, stored, and 
transported in a launch canister, the unique identifier shall 
be applied to each first stage of such an ICBM or such an 
SLBM; the same unique identifier shall be replicated on each 
launch canister associated with such an ICBM or such an SLBM. 

4. For each ICBM or each SLBM that is maintained, stored, and 
transported as an assembled missile without a launch canister 
or in stages, the unique identifier shall be applied to each 
first stage of such an ICBM or such an SLBM; the same unique 
identifier shall be replicated on each container associated 
with such an ICBM or such an SLBM. 

5. For each heavy bomber, the unique identifier shall be 
applied directly to each heavy bomber. 

6. The unique identifier of a deployed ICBM or deployed SLBM 
shall be replicated directly on the deployed launcher of ICBMs 
or near it, and directly on the deployed launcher of SLBMs, so 
as to be accessible for carrying out the procedures provided 
for in subparagraph 7(a) of this Part. 
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7. Inspectors shall have the right to read the unique 
identifier, which must be visible from a location designated 
by a member of the in-country escort: 

(a) During Type One inspections, from a deployed ICBM 
designated for inspection of reentry vehicles, a deployed SLBM 
designated for inspection of reentry vehicles, or heavy 
bombers designated for inspection, as well as from each non
deployed ICBM or from each non-deployed SLBM, located at the 
inspection site at the time pre-inspection restrictions were 
implemented; and 

(b) During Type Two inspections, from each non-deployed 
ICBM, non-deployed SLBM, eliminated solid-fueled ICBM, 
eliminated solid-fueled SLBM, or heavy bomber, as applicable, 
with the exception of ICBMs or SLBMs contained in test 
launchers and soft site launchers of ICBMS and SLBMs, located 
at the inspection site at the time pre-inspection restrictions 
were implemented. 
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Part Three - Additional General Rules for Conduct of 
Inspection Activities 

1. In the event the inspected Party determines, subsequent to 
provision of notification of agreement to a proposed 
inspector, in accordance with paragraph 7 of Section VI of 
Part Four of the Protocol, that this individual is under 
indictment for a criminal offense on the territory of the 
inspected Party or has been convicted in a criminal 
prosecution or expelled by the inspected Party, or this 
individual has violated the conditions governing inspection 
activities, the inspected Party, having established that fact, 
may provide notification thereof to the inspecting Party in 

. accordance with paragraph 7 of Section VI of Part Four of the 
Protocol. Upon receipt of such notification the inspecting 
Party shall promptly recall that individual from the territory 
of the inspected Party, if that individual is there at that 
time, and shall remove the individual from the list of 
inspectors. 

In the event the inspected Party decides, subsequent to 
provision of notification of agreement to a proposed aircrew 
member, in accordance with paragraph 7 of Section VI of Part 
Four of the Protocol, that this individual is unacceptable, 
the inspected Party shall provide notification to the 
inspecting Party of the objection to the individual in 
accordance with paragraph 7 of Section VI of Part Four of the 
Protocol. Upon receipt of such notification the inspecting 
Party shall promptly recall that individual from the territory 
of the inspected Party, if that individual is there at that 
time, and shall remove the individual from the list of aircrew 
members. 

2. If inspectors, in discharging their duties, take actions 
that are not in accordance with the rules and procedures 
governing the conduct of inspection activities, the in-country 
escort may so inform the inspection team leader, who shall 
take appropriate measures to prevent a repetition of such 
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actions. If the questions or ambiguities are not resolved on
site, the in-country escort may include a statement in the 
inspection activity report concerning such actions, and the 
inspection team leader may include in the report a response to 
such a statement. 

3. If the in-country escort, in discharging its duties, takes 
actions that are not in accordance with the rules and 
procedures governing the conduct of inspection activities, the 
inspection team leader may so inform the in-country escort, 
which shall take appropriate measures to prevent a repetition 
of such actions. If the questions or ambiguities are not 
resolved on-site, the inspection team leader may include a 
statement in the inspection activity report concerning such 
actions, and the in-country escort may include in the report a 
response to such a statement. 

4. At least two inspectors on each inspection team must speak 
the language of the inspected Party. An inspection team shall 
operate under the direction of the inspection team leader and 
deputy inspection team leader. There shall be no more than 
one inspection team at an inspection activity site at any one 
time. Throughout the in-country period, inspectors shall wear 
civilian clothes. During their stay at the inspection 
activity site and at other locations, as agreed by the 
inspection team leader and a member of the in-country escort, 
the inspectors shall wear unique badges to be provided by the 
inspecting Party. 

5. For the goods and services to be provided by the inspected 
Party in accordance with paragraph 2 of Section V of Part Five 
of the Protocol, the following provisions shall apply: 

(a) Meals for inspectors and aircrew members shall be 
provided by the inspected Party as agreed with the inspecting 
Party. 

(b) The inspected Party shall provide, for inspectors and 
aircrew members, lodging of the following types: 
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(i) Lodging for inspectors and aircrew members to be 
provided at the point of entry shall be hotel-type 
accommodations. 

(ii) Lodging for inspectors to be provided in all 
other cases shall be sufficient to provide adequate rest for 
the inspectors. 

(c) For transportation of inspectors at the inspection 
activity site, the inspected Party shall provide a sufficient 
number of vehicles to transport the inspection team and to 
transport the subgroups that may be established by the 
inspection team leader. 

6. For the purpose of storing equipment and supplies at the 
points of entry, the inspected Party may provide containers 
that are locked by locks and sealed by seals belonging to the 
inspecting Party, for storage of equipment and supplies within 
a secure structure or room. For access to such equipment, the 
presence of representatives of both Parties shall be required. 

7. At any facility within the boundaries of which are located 
non-contiguous inspection sites, the roads that connect such 
non-contiguous inspection sites and are depicted on the 
simplified site diagram shall not be considered part of the 
inspection site. Containers, launch canisters, or vehicles 
located on such roads shall not be subject to pre-inspection 
restrictions or inspection until such containers, launch 
canisters, or vehicles arrive at the inspection site during 
the period of inspection. An item that is transported from 
one non-contiguous inspection site to another non-contiguous 
inspection site shall not be considered to be in transit 
provided it is transported directly on roads depicted on the 
simplified site diagram. 

8. If the inspection team int~nds to conduct a sequential 
inspection, the following provisions shall apply: 

(a) The inspection team leader, simultaneously with the 
notification that designates the type of inspection and 
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inspection site to be provided at the point of entry/ no later 
than four hours after the arrival of the inspection team at 
the point of entry or no later than four hours after its 
return to the point of entry after the previous inspection/ 
shall provide to the in-country escort, in writing, 
notification of the intent to conduct a sequential inspection, 
specifying therein whether the inspection team intends to 
return to the point of entry. 

(b) If the inspection team intends to conduct a 
sequential inspection without returning to the point of entry, 
the inspection team leader shall provide to the in-country 
escort, in writing, notification designating the type of 
inspection and the inspection site. Such notification shall 
be provided prior to the completion of post-inspection 
procedures of the previous inspection. 

(c) The inspected Party shall transport the inspection 
team to the inspection site no later than 24 hours after the 
time for the designation of the inspection site. 
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Part Four - Site Diagrams of Facilities and Coastlines and 
Waters Diagrams 

1. For the purposes of the Treaty, the Protocol, and the 
Annexes, the term "site diagrams of facilities" means 
simplified site diagrams and inspection site diagrams. For 
facilities at which inspection activities are conducted, site 
diagrams of facilities and coastlines and waters diagrams, as 
applicable, shall be provided: 

(a) For ICBM bases: 

(i) For an ICBM base for silo launchers of ICBMS: 

(A) A simplified site diagram of the entire ICBM 
base, on which shall be depicted the name or designation, and 
the location of each silo launcher group and of the 
maintenance facility. In addition, for each silo launcher 
group, the designation and location of each silo launcher of 
ICBMS and, for the maintenance facility, the reference point 
with geographic coordinates shall be depicted. 

(B) An inspection site diagram of the maintenance 
facility, on which shall be depicted the name, the reference 
point with geographic coordinates of the maintenance facility, 
and the boundaries of the inspection site. 

(ii) For an ICBM base for mobile launchers of ICBMs: 

(A) A simplified site diagram of the entire ICBM 
base, on which shall be depicted the name or designation, and 
the location of each basing area and the maintenance facility. 
In addition, for the maintenance facility, the reference point 
with geographic coordinates shall be depicted. 

(B) An inspection site diagram of each basing 
area, on which shall be depicted the name or designation of 
the basing area, the reference point with geographic 
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coordinates of the basing area, the boundaries of the 
inspection site, and the location and designation of fixed 
structures. In addition, the network of major roads that 
connect the fixed structures and non-contiguous inspection 
sites shall be depicted. 

(C) An inspection site diagram of the maintenance 
facility, on which shall be depicted the name, the reference 
point with geographic coordinates of the maintenance facility, 
and the boundaries of the inspection site. 

(iii) In addition, the name of the entire ICBM base, 
the reference point with geographic coordinates of the entire 
ICBM base, and the network of major roads that connect the 
maintenance facility with the silo launchers of ICBMs or with 
the basing areas shall be depicted on all simplified site 
diagrams of ICBM bases. 

(b) For submarine bases: 

(i) A coastlines and waters diagram, on which shall 
be depicted the coastline of the submarine base adjacent to 
the wharves and piers at which a ballistic missile submarine 
or an SSGN that is considered by the inspected Party to be 
located at the submarine base may be moored, to include such 
wharves and piers, and the waters within arcs with a radius of 
five kilometers from such coastlines. In addition, the name 
of the submarine base and the reference point with geographic 
coordinates of the submarine base shall be depicted. 

(ii) A simplified site diagram of the entire 
submarine base, on which shall be depicted the coastline, the 
location at the submarine base at which non-deployed SLBMs are 
stored, and the network of major roads that connect the 
coastline and the location at the submarine base at which non
deployed SLBMs are stored. In addition, the name of the 
submarine base and the reference point with geographic 
coordinates of the submarine base shall be depicted. 
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(iii) An inspection site diagram of the location at 
the submarine base at which non-deployed SLBMs are stored. 
The name of the submarine base, the reference point with 
geographic coordinates of the submarine base, the boundaries 
of the inspection site, and the network of major roads that 
connect the structures in which non-deployed SLBMs are stored 
shall be depicted on such an inspection site diagram. 

(c) For air bases, an inspection site diagram of the air 
base, on which shall be depicted the name of the air base, the 
reference point with geographic coordinates of the air base, 
the boundaries of the inspection site, runways and taxiways, 
parking areas, revetments, shelters, and hangers for heavy 
bombers, as well as all locations where heavy bombers may be 
parked or maintained. 

(d) For other facilities: 

(i) A simplified site diagram of the entire facility, 
if non-contiguous inspection sites are located at such a 
facility. The name of the facility, the reference point with 
geographic coordinates of the facility, the designation and 
location of each inspection site, and the network of major 
roads that connect non-contiguous inspection sites shall be 
depicted on such a simplified site diagram. 

(ii) An inspection site diagram, on which shall be 
depicted structures and locations at which items of inspection 
may be located. The name of the facility and the inspection 
site, the reference point with geographic coordinates of the 
inspection site, the boundaries of the inspection site, and 
the network of major roads that connect such structures and 
locations at which items of inspection may be located shall be 
depicted on such an inspection site diagram. 

(e) For formerly declared facilities, an inspection site 
diagram of the formerly declared facility. After the facility 
is declared to be a formerly declared facility, the inspection 
site diagram of such a formerly declared facility shall be the 
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inspection site diagram of the facility prior to its 
elimination. 

The geographic coordinates of the entire facility, 
provided in accordance with Part Two of the Protocol, shall be 
specified in the title on all site diagrams of facilities and 
coastlines and waters diagrams. 

2. For site diagrams of facilities and coastlines and waters 
diagrams, the following provisions shall apply: 

(a) All site diagrams of facilities and coastlines and 
waters diagrams shall be drawn to scale in the metric system 
and shall depict reference points with geographic coordinates. 
In addition, boundaries of the inspection sites, and road and 
rail entrances/exits at the boundaries of the inspection sites 
shall be depicted on inspection site diagrams. 

(b) The title of site diagrams of facilities and 
coastlines and waters diagrams shall include the name and 
function of the facility in accordance with the database 
created pursuant to Article VII of the Treaty, the geographic 
coordinates for the entire facility provided in accordance 
with Part Two of the Protocol, as well as the day, month, and 
year that the site diagrams of facilities and coastlines and 
waters diagrams were prepared. If non-contiguous inspection 
sites are located at a facility, each such inspection site 
diagram shall include the title of the entire facility and an 
additional subtitle with similar information for each 
inspection site. The information shall be provided in the 
English and Russian languages. 

(c) The reference point of the facility or inspection 
site, as specified using geographic coordinates provided in 
accordance with Part Two of the Protocol or as specified on 
site diagrams of facilities and coastlines and waters 
diagrams, shall be indicated on site diagrams of facilities 
and coastlines and waters diagrams by a "+" sign and by the 
letters "RP" ("Reference Point") next to that sign. 
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(d) An arrow indicating the orientation of the facility 
or inspection site relative to geographic (true) north shall 
be depicted on all site diagrams of facilities and coastlines 
and waters diagrams. 

(e) The cartographic projection system used as the basis 
for site diagrams of facilities and coastlines and waters 
diagrams shall provide an undistorted view of the facility or 
inspection site. 

(f) Site diagrams of facilities and coastlines and waters 
diagrams shall be drawn so that each facility or inspection 
site depicted on them fills approximately 80 percent of either 
the vertical or horizontal dimension of a page. At a minimum, 
a page must be 21 x 27.9 centimeters. Site diagrams of 
facilities and coastlines and waters diagrams shall include a 
bar scale depicting the scale of the site diagrams of 
facilities and coastlines and waters diagrams in meters or 
kilometers, and a numerical ratio of 1:S, where "S" is the 
number indicating the factor of reduction used in depicting on 
site diagrams of facilities and coastlines and waters diagrams 
the actual measurements taken in the field. 

(g) Symbols shall be used to draw site diagrams of 
facilities and coastlines and waters diagrams to depict, for 
example, the boundaries of the inspection site, roads and 
railways, road and rail entrances/exits, and structures. A 
list of the symbols used, with a clear explanation of their 
meaning, shall be provided on the front or reverse side of 
site diagrams of facilities and coastlines and waters diagrams 
or one copy of such a list shall be provided with the first 
exchange of site diagrams of facilities and·coastlines and 
waters diagrams, as provided for in Part Two of the Protocol, 
and shall be updated as required. 

(h) The boundaries of the inspection site shall be 
depicted on inspection site diagrams that, at a minimum, 
enclose the structures intended for items of inspection 
declared for that facility. The boundaries of the inspection 
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site shall be clearly delineated by using, where possible, 
local features such as roads, fences, or railroad tracks. 

(i) The network of major roads located within the 
inspection site shall be depicted on inspection site diagrams. 
If two or more non-contiguous inspection sites are located at 
the facility, the network of major roads that connect these 
separate inspection sites shall also be depicted on the 
simplified site diagram of the facility. 

(j) At a minimum, all structures intended for items of 
inspection declared for that facility shall be depicted on the 
inspection site diagram within the boundaries of the 
inspection site. If such structures are below ground, the 
vehicular entrances/exits, as well as outlines of such below
ground structures, shall be depicted on the inspection site 
diagram. Structures depicted on the inspection site diagram 
shall be in the shape of the area they occupy or the area 
covered by the roofs of these structures and shall be 
accurately depicted in the appropriate scale and proper 
orientation to other structures and local features depicted on 
such an inspection site diagram. Notwithstanding the 
provisions of this subparagraph or of subparagraph (h) of this 
paragraph, silo training launchers and silo test launchers of 
ICBMs shall be depicted on the inspection site diagram of the 
facility at which they are declared, regardless of whether 
they are located outside or within the boundaries of the 
inspection site. 

3. For each new facility, of which a Party has provided 
notification in accordance with Part Four of the Protocol, no 
later than 72 hours after provision of such a notification, 
such a Party shall provide site diagrams of facilities and 
coastlines and waters diagrams, in accordance with this Part, 
through diplomatic channels. 

4. In the event of construction within the boundaries of the 
inspection site of additional structures intended for items of 
inspection declared for a facility, or of the elimination of 
structures, a member of the in-country escort shall, during 
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pre-inspection procedures, provide the inspection team leader 
with one copy of the updated inspection site diagram of such 
an inspection site, specifying the changes relating to such 
structures. Such a change to the inspection site diagram 
shall become effective as of the date of provision of the 
updated inspection site diagram to the inspection team leader 
during pre-inspection procedures. The fact that the updated 
inspection site diagram has been provided shall be recorded in 
the inspection activity report. 

5. For each change to the boundaries of an inspection site 
depicted on an existing inspection site diagram that does not 
result in the exclusion of any portion of the inspection site 
from within such boundaries, or, for each change to an 
existing simplified site diagram of a facility, or for each 
change to the coastlines or waters within arcs with a radius 
of five kilometers from the coastlines depicted on an existing 
coastlines and waters diagram that does not result in the 
exclusion of any portion of the coastlines or waters within 
arcs with a radius of five kilometers from such coastlines 
depicted on an existing coastlines and waters diagram, 
notification of such a change shall be provided in accordance 
with Part Four of the Protocol and, no later than 72 hours 
after provision of such notification, the updated site 
diagrams of facilities and coastlines and waters diagrams 
shall be provided to the other Party through diplomatic 
channels. such a change to site diagrams of facilities and 
coastlines and waters diagrams shall become effective as of 
the date specified in the notification of such a change. 

6. For each change to the coastlines or waters within arcs 
with a radius of five kilometers from the coastlines depicted 
on an existing coastlines and waters diagram that results in 
the exclusion of any portion of the coastlines or waters 
within arcs with a radius of five kilometers from such 
coastlines depicted on an existing coastlines and waters 
diagram, such a change to the coastlines and waters diagram 
shall be discussed by the Parties within the framework of the 
BCC. If the Parties reach an agreement on such a change, it 
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shall become effective as of the date specified in the 
notification provided in accordance with Part Four of the 
Protocol. 

7. For each change to the boundaries of an inspection site 
depicted on an existing inspection site diagram that results 
in the exclusion of any portion of the inspection site from 
within such boundaries, the following provisions shall apply: 

(a) If structures intended for items of inspection 
depicted within the inspection site boundaries have been 
demolished or dismantled, the Party shall provide notification 
of such a change to the inspection site diagram in accordance 
with Part Four of the Protocol, and, no later than 72 hours 
after provision of such notification, shall provide to the 
other Party the updated inspection site diagram through 
diplomatic channels. Such a change to the inspection site 
diagram shall become effective as of the date specified in the 
notification of such a change; or 

(b) If structures intended for items of inspection 
depicted within the boundaries of the inspection site are no 
longer used for such purposes, such a change shall become 
effective: 

(i) Following implementation of the provisions of 
Part Three of the Protocol with respect to the portions of the 
inspection site to be excluded from within the boundaries of 
such an inspection site. 

(ii) For all structures that were depicted on the 
existing inspection site diagram, in accordance with 
subparagraph 2(j) of this Part, within the boundaries of the 
inspection site and that would be excluded from within the 
boundaries of such an inspection site, after the Party 
changing the boundaries of such an inspection site has 
provided information, within the framework of the BCC or 
through diplomatic channels, on its intent with regard to the 
structures that will be changed in a manner so that they are 
not large enough to contain items of inspection or so that 
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their vehicular entrances/exits are not large enough to permit 
passage of items of inspection. 

(iii) After agreement has been reached within the 
framework of the BCC on: 

(A) The new boundaries of such an inspection 
sitei and 

(B) Inspections of portions of such an inspection 
site to be excluded from within the boundaries of the 
inspection site. The procedures for such inspections shall be 
agreed taking into account the intent of the Party referred to 
in subparagraph (ii) of this paragraph for each structure. 
Such procedures and such intent of the Party shall be recorded 
in the agreement reached within the framework of the BCC. 
Unless otherwise agreed by the Parties, the procedures for 
such inspections shall be based on the provisions relating to 
Type One and Type Two inspections, as applicable. 

If the Parties reach an agreement regarding such a change, 
it shall become effective as of the date specified in the 
notification provided in accordance with Part Four of the 
Protocol. 
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Part Five - Inspection Equipment and Electronic Equipment 
Necessary for Inspectors 

Section I. General Provisions 

1. During Type One and Type Two inspections, as well as 
during exhibitions, inspection teams shall have the right to 
use inspection equipment listed in Section II of this Part. 
Such equipment shall include instruments and devices for 
making linear measurements, determining geographic 
coordinates, taking photographs, carrying out radiation 
detection, and conducting other inspection activities. Such 
equipment shall be used in accordance with the procedures 
specified in Sections III, IV, V, and VI of this Part. 

2. Inspection equipment that the inspecting Party brings onto 
the territory of the inspected Party shall be subject to 
examination in accordance with paragraph 4 of Section IV of 
Part Five of the Protocol. 

3. Upon agreement between the Parties, inspection equipment 
brought into the country may be stored at the point of entry 
and may be sealed by the inspecting Party. The number of 
items of inspection equipment for each type of equipment 
delivered to the inspection site may not exceed the number 
specified in Section II of this Part. 

4. If, in the opinion of the inspected Party, an item of 
equipment can perform functions unconnected with the 
requirements of inspection activities, the inspected Party 
shall have the right to impound that item of equipment at the 
location of its examination and to not permit its use. Such 
equipment shall remain in storage at the point of entry in 
accordance with the conditions provided for in Part Three of 
this Annex. Impounded equipment shall be removed by the 
inspection team that brought such equipment upon its departure 
from the country. The Parties shall resolve questions 
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associated with such impounded equipment within the framework 
of the BCC or by other means agreed by the Parties. 

5. During its stay at the inspection site, the inspection 
team shall have the right to store equipment in the 
inspectors' work area. Throughout the in-country period, 
inspectors shall provide the in-country escort the opportunity 
to observe such equipment. 

6. The inspecting Party shall have the right, upon agreement 
with the inspected Party, to replace equipment provided for in 
Section II of this Part, subject to the following conditions: 

(a) If the equipment intended for replacement is 
identical to the equipment provided for in Section II of this 
Part, the inspecting Party shall provide to the inspected 
Party, simultaneously with a notification of intent to conduct 
an inspection or participate in an exhibition, a list of the 
equipment to be replaced, indicating the manufacturer's name 
and the model, if known. 

(b) If the equipment intended for replacement has a 
purpose and characteristics that correspond to the purpose and 
characteristics of the equipment provided for in Section II of 
this Part, the list of such equipment shall be agreed through 
diplomatic channels prior to the delivery of such equipment 
onto the territory of the inspected Party. 

(c) If the equipment intended for replacement has a 
purpose or characteristics that differs from the purpose and 
characteristics of the equipment provided for in Section II of 
this Part, the issue of using such equipment shall be agreed 
within the framework of the BCC. 

7. During their stay on the territory of the inspected Party, 
inspectors shall have the right to use personal electronic 
equipment upon agreement with the inspected Party, subject to 
the following conditions: 
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(a) Personal electronic equipment shall be subject to 
examination each time it is brought to the point of entry. 
The purpose of such an examination shall be to ascertain, to 
the satisfaction of each Party, that such equipment cannot be 
used for purposes inconsistent with the Treaty. 

(b) In the event that the inspected Party decides that 
such personal electronic equipment can be used for purposes 
inconsistent with the Treaty, the inspected Party shall have 
the right to impound that item of equipment at the location of 
its examination and to not permit its use. Such equipment 
shall remain in storage at the point of entry subject to the 
conditions provided for in Part Three of this Annex. 
Impounded personal electronic equipment shall be removed by 
the inspection team that brought such equipment upon its 
departure from the country. 

(c) Such personal electronic equipment may not be used at 
the inspection site and shall be under the control of the in
country escort. 

8. Equipment for photography and printing of photographs 
shall be provided by the inspected Party at the request of the 
inspecting Party during inspection activities at any facility 
subject to inspection activities. The inspected Party shall 
ensure the operability of all sets of such equipment. 

Section II. Characteristics of Equipment for Inspection 
Activities 

1. List of equipment for making linear measurements and 
additional equipment to be provided by the inspecting Party 
(quantity for one inspection team) : 

(a) 2 
(b) 3 
(c) 2 
(d) 1 

30-meter measuring tapes; 
3-meter or 5-meter measuring tapes; 
Rolls of adhesive tape; 
Inspection suitcase; 
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(e) 2 Pocket·calculators with spare batteries; 
(f) 2 Magnetic compasses; 
(g) 3 Rolls of tamper-indicating tape seals; 
(h) 100 Unique tamper-proof seals; 
(i) 2 Sets of tools for applying unique tamper-proof 

seals; 
(j) 10 Flashlights (safety approved) with spare 

batteries and spare bulb; and 
(k) 10 Dosimeters. 

2. List of equipment to be provided by the inspected Party at 
the request of the inspecting Party for making linear 
measurements (quantity for one inspection team) : 

(a) 1 3-meter range pole; 
{b) 4 Plumb bobs; 
(c) 2 Plumb bob cords; 
(d) 6 Plumb bob targets; 
{e) 1 Hand level; and 
(f) 1 String line level. 

3. List of equipment to be provided by the inspected Party 
for photography and printing of photographs (quantity for one 
inspection team) : 

{a) 1 Digital camera with charger and lens (minimum 10 
megapixel resolution and of a commercially 
available make and type); 

(b) 1 Flash; 
(c) 1 Memory card; 
(d) 1 Portable color printer with charger (of a 

commercially available make and type); and 
(e) 1 Tripod. 

4. The inspected Party shall provide two sets of satellite 
system receivers for determining geographic coordinates, each 
of which shall include equipment according to the following 
list: 



(a) 1 
(b) 1 
(c) 1 
(d) 1 
(e) 2 

(f) 1 
(g) 1 
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Portable receiver; 
Direct current adapter (external) ; 
Spare battery set for the portable receiver; 
Battery holder; 
Instruction manuals, one copy in English and one 
copy in Russian; 
Container; and 
Equipment bag. 

5. List of radiation detection equipment and technical 
requirements for such equipment: 

(a) For the United States of America, a set of radiation 
detection equipment consists of the following: 

(i) 

(ii) 

(iii) 
(iv) 

(v) 
(vi) 
(vii) 
(viii) 
(ix) 
(x) 

(xi) 
(xii) 
(xiii) 

2 Neutron detectors, including preamplifiers 
with signal and power cables, counting 
time from 5 to 150 seconds, Helium-3 
system custom-built by Sandia National 
Laboratories; 

2 Electronic counters, modified Eberline 
ESP-2, with instruction manual; 

10 Plastic bags for weather protection; 
1 Americium-241-Lithium neutron source for 

calibration, emitting approximately 3000 
neutrons per second, pre-calibrated by the 
inspecting Party; 

1 
30 
1 
2 
2 
3 

2 
1 
4 

Tool kit; 
Spare batteries, miscellaneous sizes; 
Stand for neutron detector; 
Measuring tapes; 
Battery-powered lights; 
Programmable calculators, with instruction 
manual; 
Thermometers; 
Stand for calibration source; and 
Instruction manuals, two copies in English 
and two copies in Russian. 
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(b) For the Russian Federation, a set of radiation 
detection equipment consists of the following: 

(i) 2 

(ii) 2 

(iii) 1 

{iv) 2 
(v) 2 
(vi) 1 
(vii) 30 
{viii) 2 

{ix) 1 
(x) 10 
(xi) 1 
{xii) 2 
(xiii) 2 
{xiv) 1 
(xv) 2 
(xvi) 2 
(xvii) 2 
(xviii) 2 
(xix) 4 

Neutron detectors, including preamplifiers 
with signal and power cables, counting 
time from 5 to 150 seconds; 
Electronic counters with instruction 
manual; 
Americium-241-Lithium or Curium-244 
neutron source for calibration, emitting 
approximately 3000 neutrons per second, 
pre-calibrated by the inspecting Party; 
Measuring tapes; 
Battery-powered lights; 
Stand for neutron detector; 
Spare batteries, miscellaneous sizes; 
Programmable calculators, with instruction 
manual; 
Stand for calibration source; 
Plastic bags for weather protection; 
Tool kit; 
Thermometers; 
Network Adapters; 
Charging stand; 
RS-232 cables; 
RS-232 USB UPORT 1110 transformers; 
Equipment bags; 
Service software on CD; and 
Instruction manuals, two copies in English 
and two copies in Russian. 

{c) Minimum requirements for technical characteristics of 
radiation detection equipment of the Russian Federation: 

(i) Sensitivity of the device to neutron radiation -
no less than 20 s· 1 per n/cm2

; 

(ii) Frequency of misfiring for neutron channel (in 
standard neutron background radiation) - less than one in 10 
minutes; 
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(iii) Uninterrupted internal battery life - no less 
than 16 hours; 

(iv) Range of operable temperatures - from minus 20 
degrees to plus 50 degrees Celsius; 

(v) Level of dust and moisture protection - IP54; 

(vi) Dimensions - 300x200x150 mm; and 

(vii) Mass - no more than 5 kg. 

(d) Requirements for software for radiation detection 
equipment of the Russian Federation: 

(i) Installed software permits operation in SEARCH or 
TIMER-COUNTER modes; 

(ii) SEARCH mode determines the amount by which the 
neutron count exceeds the background value, with account taken 
of the statistical significance of obtained values; and 

(iii) TIMER-COUNTER mode conducts a count of the 
total number of neutrons in an exposure time set by the 
operator. 

Section III. Methods and Procedures for Use of Equipment for 
Making Linear Measurements 

1. Linear measurement devices shall be used to determine 
length, width, and height of objects and items of inspection 
by measuring the straight-line distance between the extreme 
points of these objects or, if required, between tangents 
drawn perpendicular to the direction of measurement from the 
outside points of curved surfaces. 

2. The diameter of any cylindrical object shall be determined 
by measuring the circumference, by directly measuring the 
diameter, or by measuring the distance between parallel lines 
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that are vertical tangents to the cylindrical surface of the 
object and that lie in a plane perpendicular to the axis of 
the object. 

3. In determining the dimensions of an object, each dimension 
shall be measured at least two times. The results of these 
measurements shall be averaged to determine the dimension of 
the object. 

4. A result of each measurement that deviates by no more than 
three percent from the corresponding technical data provided 
in accordance with Part Two of the Protocol shall be 
considered acceptable. 

5. For each measurement of the dimensions of items specified 
in accordance with Part Two of the Protocol, each Party shall 
specify all values, to the nearest 0.01 meter if the value of 
the dimension being measured is less than two meters and to 
the nearest 0.1 meter if the value of the dimension being 
measured is two or more meters. 

6. During inspection activities, for confirmation of a type 
of Classification A ICBM or SLBM, the length of the assembled 
ICBM or SLBM in a launch canister without front section shall 
be the distance between the extreme points of the launch 
canister without protruding elements. 

7. During inspection activities, for confirmation of a type 
of Classification B ICBM or SLBM, the length of the assembled 
ICBM or SLBM without front section shall be the distance from 
the edge of the main engine nozzle of the first stage to: 

{a) The place where the missile joins the front section; 
or 

{b) The forward point of the missile if the front section 
is inside the missile airframe or its reentry vehicles are 
inside the missile airframe. 
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8. During inspection activities, for confirmation of a type 
of Classification C ICBM or SLBM, the length of the first 
stage of the ICBM or SLBM shall be: 

(a) The distance from the edge of the main engine nozzle 
to the place where the first stage, in the form in which it 
exits the production facility, joins the rest of the missile 
airframe; or 

(b) The distance from the extreme point of the edge of 
the aft end dome of the motor case to the extreme point of the 
edge of the forward end dome of the motor case, without taking 
into account protruding elements attached to such end domes of 
the motor case if the nozzle is not attached. 

9. During exhibitions, the Parties shall have the right to 
make additional measurements of the length of the first stage 
or the assembled missile pursuant to paragraphs 7 and 8 of 
this Section. 

10. During inspection activities, for confirmation of a type 
of ICBM or SLBM, the diameter of an ICBM or SLBM shall be: 

(a) For types of Classification A ICBMs and SLBMs, the 
maximum external diameter of the launch canister without 
protruding elements; or 

(b) For types of Classification B and C ICBMS and SLBMs, 
the maximum external diameter of the first stage without 
protruding elements. 

11. During inspection activities, for the measurement of 
items of inspection located in a container or in a vehicle, 
indirect measurement procedures may be used with additional 
equipment to be provided by the inspected Party. 
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Section IV. Methods and Procedures for Use of Equipment for 
Photography and Printing of Photographs 

1. During inspection activities, the inspected Party shall, 
at the request of the inspecting Party, use a digital camera 
on a tripod to photograph an object or building about which a 
question or ambiguity has arisen, using the following 
procedures: 

(a) The inspectors and in-country escort shall agree on 
perspective, view, and angle on the object or building to be 
photographed, using the viewfinder or digital camera screen. 

(b) The in-country escort shall place a measuring stick 
perpendicular to the ground and directly against the object or 
building to be photographed. Inspectors shall have the right 
to record the scale or length of such a measuring stick in the 
inspection activity report. 

(c) The in-country escort shall take the photograph. 

(d) Digital photographs shall be printed using a color 
printer. 

(e) Inspectors shall have the right to confirm that the 
photographed object or building, as depicted on the color 
print, is in focus and of sufficient resolution. 

(f) Having received such a confirmation from the 
inspectors, the in-country escort shall print two additional 
photographs for inclusion in the inspection activity report. 
If the photographs cannot be printed at the location where 
they were taken, the inspectors and the in-country escort 
shall agree on a time and location for the printing of such 
photographs. 

(g) Each photograph included in the inspection activity 
report shall be annotated with a description in the English 
and Russian languages of the object or building photographed 
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and shall be signed by the inspection team leader and a member 
of the in-country·escort. 

2. The following requirements shall apply to all photographs: 

(a) All photographs shall be in color, except for those 
previously taken in black-and-white in connection with 
fulfilling the requirements of the START Treaty. 

(b) All photographs shall be taken with adequate 
lighting. 

(c) The object to be photographed shall contrast with the 
background against which it was photographed. 

(d) All photographs shall be of high resolution and in 
focus. 

(e) Each photograph taken during a Type One or Type Two 
inspection shall be at least 10 by 15 centimeters in size and 
the photographed object shall fill at least 80 percent of the 
photograph in either horizontal or vertical aspect. 

(f) For all photographs, the camera shall be placed 
perpendicular to the longitudinal axis of the object to be 
photographed and level with the object. 

3. Additional requirements for photographs: 

(a) ICBMs, SLBMs, first stages of ICBMs, first stages of 
SLBMs, mobile launchers of ICBMs, and heavy bombers shall be 
photographed without tarpaulins or covers. 

(b) A mobile launcher of ICBMS shall be photographed both 
with and without a missile, in a transport position. 

(c) Heavy bombers shall be photographed from the front 
right-hand side, at an angle of 30-45 degrees to the 
longitudinal axis of the heavy bomber. 
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(d) The Party conducting an exhibition shall take 
photographs to demonstrate the distinguishing features of a 
strategic offensive arm equipped for nuclear armaments and 
additional photographs of the same type of strategic offensive 
arm equipped for non-nuclear armaments. The photographs shall 
be taken in such a manner and from such a perspective as to 
provide inspectors the opportunity to identify each of such 
distinguishing features during an inspection. 

[e) Each photograph taken during an exhibition shall be 
at least 18 by 24 centimeters in size and the photographed 
object shall fill at least 80 percent of the photograph in 
either horizontal or vertical aspect. 

Section V. Methods and Procedures for Use of Equipment for 
Determining Geographic Coordinates 

1. During Type One or Type Two inspections, the inspecting 
Party shall use satellite system receivers (SSR) to be 
provided by the inspected Party in order to confirm the 
geographic coordinates of silo launchers of ICBMs using the 
navigation system of the inspected Party's choice. Use of 
SSRs for other purposes shall not be permitted. 

2. The provisions of this Section shall apply to the use of 
SSRs at the points of entry with which at least one facility 
with silo launchers of ICBMs subject to Type One or Type Two 
inspections is associated, and at such facilities. 

3. No later than 30 days after entry into force of the 
Treaty, the Parties shall exchange for each point of entry the 
geographic coordinates and physical description of the four 
reference points for confirming the operability of an SSR in 
accordance with Part Four of the Protocol. These reference 
points shall be within 20 kilometers of the location where the 
examination of inspection equipment is conducted, and shall be 
separated from each other by a distance of at least two 
kilometers. 
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4. In the event that a Party considers it necessary to change 
one or more agreed reference points, the Party shall provide 
notification to the other Party of one or more new reference 
points specifying the new geographic coordinates and 
describing such reference points in accordance with Part Four 
of the Protocol. 

5. For the purposes of confirming the operability of an SSR 
at the point of entry, the term "agree with" means that the 
SSR reading differs from the agreed geographic coordinates of 
the reference point by no more than 12 seconds in both 
latitude and longitude. 

6. For the purposes of comparing an SSR reading with the 
geographic coordinates of a designated silo launcher of ICBMs, 
the term "agree with" means: 

(a} If the geographic coordinates are expressed to the 
nearest second, an SSR reading differs from the geographic 
coordinates provided in accordance with Part Two of the 
Protocol by no more than 12 seconds in both latitude and 
longitude; or 

(b) If the geographic coordinates are expressed to the 
nearest minute, an SSR reading differs from the geographic 
coordinates provided in accordance with Part Two of the 
Protocol by no more than one minute in both latitude and 
longitude. 

7. The term "navigation system" means one of the following 
navigation systems in use by the Parties: 

(a} For the Russian Federation, GLONASS; and 

(b) For the United States of America, NAVSTAR. 

B. For each reference point, information for which has been 
provided in accordance with paragraphs 3 and 4 of this 
Section, and the geographic coordinates of which have not been 
previously agreed with the inspecting Party, the procedures 
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for reaching agreement on the coordinates of such a reference 
point shall be as follows: 

(a) A member of the in-country escort shall deliver 
inspectors to that reference point, where they shall be given 
the opportunity to evaluate the layout of such a point 
locally. 

(b) Using two SSRs that have previously been checked 
against an agreed reference point using no more than two 
navigation systems, three separate determinations of the 
coordinates of such a point shall be conducted with each SSR 
using no more than two navigation systems. Each such 
determination shall include a deactivation and subsequent 
reactivation of the SSR. The six obtained values of the 
determination of coordinates shall be averaged individually by 
degree, minute, and second. 

(c) In the event that the averaged values of the 
coordinates of the evaluated point agree with the declared 
coordinates, such a reference point shall be considered 
agreed. The inspection team leader shall record the 
geographic coordinates of this reference point in the 
inspection activity report. 

(d) In the event that the averaged values of the 
coordinates of the evaluated point do not agree with the 
declared coordinates, the coordinates of such a reference 
point shall not be considered agreed, about which the 
inspection team leader shall verbally declare to a member of 
the in-country escort, and such a point shall not be used for 
reference thereafter. 

9. After the examination of inspection equipment, the 
inspection team leader or designated inspector shall have the 
right to confirm the operability of two SSRs provided by the 
inspected Party using the navigation system chosen by the 
inspected Party in accordance with the following procedures: 
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(a) The operability of each of the inspected Party's SSRs 
intended for use during an inspection shall be tested at two 
reference points selected from the agreed reference points for 
this point of entry, using no more than two navigation 
systems. The first reference point shall be selected by a 
member of the in-country escort, and the second reference 
point shall be selected by an inspector. 

(b) In order for an inspected Party's SSR to be confirmed 
to be operable, at each of the two reference points the SSR 
reading for each navigation system chosen by the inspected 
Party must agree with the agreed geographic coordinates of 
those reference points. 

(c) If, during the check at the reference point, an SSR 
is unable to establish connection with three or more 
satellites of the chosen navigation system within 30 minutes, 
or, if the geographic coordinates determined using an SSR do 
not agree with the agreed geographic coordinates of that 
reference point, the inspected Party shall replace such an SSR 
prior to the departure of the inspection team for the 
inspection site. 

(d) The operability check of the SSR provided to replace 
a defective one shall be conducted at reference points. In 
the event that use of a reference point is difficult, such a 
check shall be conducted at any point chosen by a member of 
the in-country escort, by determining the coordinates of such 
an arbitrary point, using the SSR previously checked at the 
reference point and confirmed to be operable and the SSR 
provided for replacement. The geographic coordinates 
determined at such a point by both SSRs must not differ by 
more than 12 seconds in both latitude and longitude. The 
inspection team leader shall include comments on the fact that 
the coordinates have been checked and on the coordinates 
themselves in the inspection activity report. 

(e) If the inspected Party is unable to provide two SSRs 
whose operability has been confirmed, this fact shall be 
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recorded in the inspection activity report and the inspection 
shall continue. 

10. After confirming the operability of the SSRs, such SSRs 
shall be sealed in a case or container by the inspection team 
and shall remain in the custody of the in-country escort until 
the arrival of the inspection team at the silo launcher of 
ICBMS designated by the inspection team leader. 

11. Geographic coordinates at the inspection site shall be 
determined using one of the two navigation systems. A member 
of the in-country escort shall designate which navigation 
system of those that were used to confirm the operability of 
the SSRs at the point of entry shall be used to determine the 
geographic coordinates at the inspection site. If geographic 
coordinates must be determined for more than one silo launcher 
of ICBMs at the inspection site, such determinations shall be 
made using the same navigation system, unless otherwise agreed 
by the inspection team leader and a member of the in-country 
escort. 

12. Upon arrival of the inspection team or subgroup of the 
inspection team at a silo launcher of ICBMs designated for 
inspection, the geographic coordinates of such a silo launcher 
of ICBMs shall be determined in accordance with the following 
procedures: 

(a) The specific location where the geographic 
coordinates are determined shall be chosen by a member of the 
in-country escort in such a manner that, if possible, the 
designated silo launcher of ICBMS can be seen from such a 
location. 

(b) The inspectors shall examine the container with the 
SSR and the seal placed on the container for signs of 
unauthorized access to the SSR. If there is evidence that the 
seal has been broken or that the container has been tampered 
with, this fact shall be recorded in the inspection activity 
report and the inspection shall continue. 
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(c) The in-country escort shall, in the presence of 
inspectors, open the container, remove the SSR, and, with 
participation of an inspector, determine the geographic 
coordinates. 

(d) If the SSR readings agree with the geographic 
coordinates for the location of the designated silo launcher 
of ICBMs, provided in accordance with Part Two of the 
Protocol, the silo launcher of ICBMs shall be considered to be 
the designated silo launcher of ICBMs and the geographic 
coordinates determined by the SSR shall be recorded in the 
inspection activity report despite the fact that the SSR 
readings may also agree with geographic coordinates for the 
locations of other nearby silo launchers of ICBMs, provided in 
accordance with Part Two of the Protocol. 

(e) If the SSR readings at the location chosen by a 
member of the in-country escort do not agree with the 
geographic coordinates for the designated silo launcher of 
ICBMs provided in accordance with Part Two of the Protocol, a 
member of the in-country escort shall select another location, 
in accordance with subparagraph (a) of this paragraph. 

(f) If, after using the SSR at any location chosen by a 
member of the in-country escort, inspectors establish that 
none of the SSR readings agrees with the geographic 
coordinates of the designated silo launcher of ICBMs, the in
country escort shall provide the other SSR which was checked 
at the point of entry, and use the procedures specified in 
this paragraph. In the event that such an SSR is with another 
subgroup of inspectors, it shall be delivered by the in
country escort before the departure of the inspectors from the 
designated silo launcher of ICBMs. In this event, the 
inspection shall continue and the geographic coordinates shall 
be confirmed during the inspection. 

(g) If, after carrying out the procedures specified in 
subparagraphs (e) and (f) of this paragraph, inspectors 
establish that none of the SSR readings agrees with the 
geographic coordinates of the designated silo launcher of 
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ICBMs, that fact shall be recorded in the inspection activity 
report and the inspection shall continue. 

13. If the inspection team intends to conduct a sequential 
inspection, the procedures provided for in paragraph 10 of 
this Section shall be carried out after using the SSR. 

14. The Parties shall not deliberately interfere with the 
operation of the navigation system, shall not introduce 
special modes of transmission of the navigation system, and 
shall not undertake other actions to prevent valid 
determination of the geographic coordinates while using the 
SSR at the reference points and at the inspection site. 

Section VI. Methods and Procedures for Use of Radiation 
Detection Equipment 

1. During Type One inspections, the inspected Party shall 
have the right to use radiation detection equipment in order 
to: 

(a) Demonstrate to inspectors that an object located on 
the front section of a deployed ICBM or deployed SLBM and 
declared by a member of the in-country escort to be a non
nuclear object, is, in fact, non-nuclear; and 

(b) Demonstrate to inspectors that an object located on a 
designated heavy bomber and declared by a member of the in
country escort to be a non-nuclear object, is, in fact, non
nuclear. 

For these purposes, the inspected Party shall have the 
right to use radiation detection equipment provided by the 
inspected Party, if agreed by the Parties within the framework 
of the BCC, or radiation detection equipment provided by the 
inspecting Party. 
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For the purposes of this Section, the term "measurement" 
means a value obtained as the result of taking a measurement. 

2. The Parties shall discuss and decide upon, within the 
framework of the BCC, the use of radiation detection equipment 
provided by the inspected Party during inspections on the 
territory of the inspected Party. 

3. If agreement is reached by the Parties within the 
framework of the BCC on the use of radiation detection 
equipment provided by the inspected Party, the Parties shall 
use the procedures set forth in paragraphs 3-6 of this Section 
for the examination, operability check, and storage of such 
radiation detection equipment at the point of entry. In order 
for the inspecting Party to be certain of the operability of 
the radiation detection equipment and the validity of its 
readings when used during inspections, prior to using its 
radiation detection equipment during the first inspection 
conducted using radiation detection equipment, the inspected 
Party shall provide to the inspecting Party for purchase or 
examination one item of equipment for each model included in a 
set of radiation detection equipment specified in paragraph 5 
of Section II of this Part, as well as ,provide documentation 
describing the physical principles and the operational design 
features of the radiation detection equipment. No later than 
30 days after receipt by the inspecting Party of such items of 
radiation detection equipment and documentation, the 
inspecting Party shall inform the inspected Party whether it 
agrees that such radiation detection equipment may be used 
during inspections. If the inspecting Party agrees to the use 
of such radiation detection equipment, the procedures 
specified in paragraphs 4-6 of this Section shall apply. 

4. For points of entry associated with inspection sites at 
which radiation detection equipment may be used, the inspected 
Party, within time frames agreed with the inspecting Party, 
shall bring to each point of entry on the territory of the 
inspected Party no less than one and no more than three sets 
of radiation detection equipment for use during inspections. 
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(a) Each such set of radiation detection equipment shall 
be subject to examination by representatives of the inspecting 
Party in the presence of representatives of the inspected 
Party and stored at the point of entry. 

(b) The examination and operability check of such sets of 
radiation detection equipment shall be completed within the 
time frame agreed by the Parties after the date on which these 
sets of radiation detection equipment are brought to the point 
of entry. During the examination and operability check of the 
radiation detection equipment, the inspected Party shall 
provide, at the request of the inspecting Party, a neutron 
radiation source that has agreed characteristics. 
Representatives of the inspecting Party shall have the right 
to ascertain, using individual dosimeters or other agreed 
items, that the source provided to check the radiation 
detection equipment emits neutrons. In the presence of 
representatives of the inspected Party, representatives of the 
inspecting Party shall be permitted to partially disassemble 
such equipment and examine it using non-damaging methods. 
Such examination must not impair the capability of the 
radiation detection equipment to perform functions connected 
with the purposes of inspections. Upon completion of the 
examination, the inspecting Party shall have the right to seal 
the radiation detection equipment cases with its unique 
tamper-proof seals. Prior to departure of representatives of 
the inspecting Party from the point of entry, the inspected 
Party shall have the right to confirm the operability of the 
radiation detection equipment in accordance with the 
procedures set forth in subparagraph 6(d) of this Section. 

(c) Upon completion of the examination, the sets of 
radiation detection equipment shall be stored at the point of 
entry in tamper-proof containers to be provided by the 
inspected Party, and shall be located within a secure 
structure or room in accordance with paragraph 6 of Part Three 
of this Annex. The containers shall be sealed'with unique 
tamper-proof seals of the inspecting Party. 
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(d) Reimbursement of costs associated with transportation 
and support for the stay of representatives of the inspecting 
Party during delivery of such radiation detection equipment 
and its examination on the territory of the inspected Party 
shall be subject to agreement within the framework of the BCC. 

5. All spare batteries and rechargeable batteries brought to 
the point of entry by the in-country escort for the sets of 
radiation detection equipment stored at the point of entry 
shall be subject to viewing by inspectors. 

6. Upon arrival at the point of entry, inspectors shall have 
the right to examine, in the presence of the in-country 
escort, the tamper-proof containers in which the radiation 
detection equipment is stored and the radiation detection 
equipment in such containers. Inspectors shall have the right 
to select one or more sets of radiation detection equipment 
from among the sets of such equipment stored at the point of 
entry in accordance with subparagraph 4(c) of this Section and 
to confirm the operability of the selected sets in accordance 
with the procedures set forth in subparagraph (d) of this 
paragraph, for no more than four hours. 

(a) For radiation detection equipment, the counting time 
for each individual measurement shall be the counting time 
agreed by the Parties within the framework of the BCC from the 
range of times specified in paragraph 5 of Section II of this 
Part for neutron detectors included in radiation detection 
equipment sets of each Party. 

(b) The operability of each neutron detector included in 
a set of radiation detection equipment shall be confirmed. 

(c) The neutron detector shall be placed in an agreed 
location. 

(d) During the first examination and operability check of 
radiation detection equipment at the point of entry, an 
operability check of the radiation detection equipment shall 
be conducted using a neutron radiation source. Unless 
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otherwise agreed by the Parties, subsequent operability checks 
of radiation detection equipment using a neutron radiation 
source shall be conducted no more than once every two years in 
order to confirm the stability of the characteristics of the 
neutron detector and, as necessary, the electronic counter. 
All other operability checks of the radiation detection 
equipment shall be conducted without a neutron radiation 
source. For operability checks of radiation detection 
equipment, the following procedures shall apply, as 
applicable: 

(i) For operability checks of radiation detection 
equipment without using a neutron radiation source, inspectors 
shall take two measurements of the background radiation. If 
the difference between these two measurements is less than or 
equal to 30 percent of their average, this shall be sufficient 
confirmation of the operability of the radiation detection 
equipment. The average of these two measurements shall be 
recorded as the average background radiation value. If the 
difference between these two background radiation measurements 
is more than 30 percent of their average, a third background 
radiation measurement shall be taken. The third background 
radiation measurement shall be compared with the previously 
taken background radiation measurement that is closest to the 
third background radiation measurement. If the difference 
between the third background radiation measurement and the 
closest previous background radiation measurement is less than 
or equal to 30 percent of the average of these two 
measurements, this shall be sufficient confirmation of the 
operability of the radiation detection equipment. The average 
of these two measurements shall be recorded as the average 
background radiation value. Otherwise, the results of all 
three background radiation measurements shall be recorded and 
the radiation detection equipment shall not be considered to 
be operable. 

(ii) For operability checks of radiation detection 
equipment using a neutron radiation source, inspectors shall 
first conduct an operability check of the radiation detection 
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equipment using background radiation in accordance with 
subparagraph (i) of this subparagraph. If the operability of 
the radiation detection equipment is confirmed, inspectors 
shall, with the neutron detector in the same position, place 
the neutron radiation source at an agreed distance from the 
sensitive surface of the neutron detector and take two 
measurements either of the amount by which the neutron count 
exceeds the background value or of the total number of 
neutrons in the exposure time agreed by the Parties within the 
framework of the BCC, or both. The distance from the 
sensitive surface of the neutron detector to the neutron 
radiation source shall be one meter, unless otherwise agreed 
by the Parties. 

(iii) The average of these measurements taken in 
accordance with the procedures set forth in subparagraph (ii) 
of this subparagraph shall be calculated and recorded as the 
operability indicator of the neutron detector and the 
electronic counter and shall thereafter be used during 
periodic checks of the radiation detection equipment, in 
accordance with subparagraph (d) of this paragraph. 

(iv) The average of the amount by which the neutron 
count exceeds the background value, or the total number of 
neutrons in the exposure time agreed by the Par~ies within the 
framework of the BCC, or both, that are obtained during 
measurements using the neutron radiation source, shall be 
compared during periodic checks of the radiation detection 
equipment. If the difference between the values obtained 
during the previous and current periodic checks is less than 
or equal to 15 percent, this shall be sufficient confirmation 
of the operability of the radiation detection equipment. 

(v) The results of the measurements obtained during 
the operability check of the radiation detection equipment at 
the point of entry, in accordance with subparagraph (d) of 
this paragraph, shall be recorded in the inspection activity 
report or in another form agreed by the Parties. 
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(e) If the inspection team determines that the containers 
for at least one set of radiation detection equipment have not 
been tampered with and that the set of radiation detection 
equipment therein is operable in accordance with subparagraph 
(d) of this paragraph, such a set of radiation detection 
equipment shall be used during the inspection. 

(f) If the inspection team or the in-country escort 
determines that the containers for all the sets of radiation 
detection equipment have been tampered with, the inspection 
team shall have the right to examine one or all sets of 
radiation detection equipment in accordance with subparagraph 
4(b) of this Section. In this event, the time for the 
designation of the type of inspection and the inspection site 
shall be delayed, if necessary, until the inspection team has 
completed the examination and operability check of such 
radiation detection equipment, and the inspected Party has 
confirmed the operability of such radiation detection 
equipment in accordance with subparagraph (d) of this 
paragraph. In any case, such a delay shall not exceed 12 
hours. 

(g) If there are no signs that the containers have been 
tampered with and none of the sets of radiation detection 
equipment stored in such containers is operable, this fact 
shall be recorded in the inspection activity report and the 
inspection shall continue. The inspected Party shall inform 
the inspecting Party of the possible cause of the malfunction 
of such radiation detection equipment and of measures taken to 
preclude such malfunctions in the future. 

(h) During an inspection, at the discretion of the 
inspected Party, several sets of radiation detection equipment 
from among those stored at the point of entry, the operability 
of which has been confirmed in accordance with subparagraph 
(d) of this paragraph, may be used. 

7. If agreement is not reached by the Parties within the 
framework of the BCC on the use of radiation detection 
equipment provided by the inspected Party, the Parties shall 
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use the radiation detection equipment provided by the 
inspecting Party. For purposes of the examination, 
operability check, and storage at the point of entry of the 
radiation detection equipment provided by the inspecting 
Party, the procedures set forth in paragraphs 8-12 of this 
Section shall be used. 

8. The inspecting Party, prior to using its radiation 
detection equipment during the first inspection conducted 
using radiation detection equipment, shall provide to the 
inspected Party, for purchase or examination, one item of 
equipment for each model included in a set of radiation 
detection equipment specified in paragraph 5 of Section II of 
this Part, except for the calibration source. No later than 
30 days after the inspected Party has received such items of 
radiation detection equipment, the inspected Party shall 
inform the inspecting Party whether the inspecting Party is 
permitted to use such radiation detection equipment. Until 
permission for the use of such radiation detection equipment 
is given by the inspected Party, the inspecting Party shall 
not bring any such radiation detection equipment to a point of 
entry on the territory of the inspected Party. 

9. For points of entry associated with inspection sites at 
which radiation detection equipment may be used, the 
inspecting Party, within the time frames agreed with the 
inspected Party, shall bring to each such point of entry on 
the territory of the inspected Party no less than one and no 
more than three sets of radiation detection equipment for use 
during inspections: 

(a) Each such set of radiation detection equipment shall 
be subject to examination and stored at the point of entry in 
accordance with this paragraph. 

(b) The examination of such sets of radiation detection 
equipment shall be completed no later than eight hours after 
arrival at the location at the point of entry where procedures 
for the examination of equipment are carried out. During the 
examination of the radiation detection equipment, the 
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representatives of the inspected Party shall be permitted, in 
the presence of the representatives of the inspecting Party, 
to partially disassemble such radiation detection equipment 
and examine it using non-damaging methods. Such an 
examination must not impair the capability of the radiation 
detection equipment to perform functions connected with the 
purposes of inspections. Upon completion of the examination 
and prior to departure from the point of entry, the 
representatives of the inspecting Party shall have the right 
to confirm the operability of the radiation detection 
equipment in accordance with paragraph 12 of this Section. 

(c) Upon completion of the examination, the sets of 
radiation detection equipment shall be stored at the point of 
entry in tamper-proof containers to be provided by the 
inspecting Party, and shall be located within a secure 
structure or room in accordance with paragraph 6 of Part Three 
of this Annex. 

10. An inspection team shall be permitted to bring to a point 
of entry calibration sources that are part of the sets of 
radiation detection equipment stored at the point of entry, 
spare batteries and rechargeable batteries, and an additional 
set of radiation detection equipment, as well as to remove and 
replace inoperable radiation detection equipment. All such 
equipment brought to the point of entry shall be subject to 
examination in accordance with paragraph 4 of Section IV of 
Part Five of the Protocol. 

11. Upon arrival at the point of entry, an inspection team 
shall have the right, in the presence of the in-country 
escort, to examine the tamper-proof containers in which the 
radiation detection equipment is stored and the radiation 
detection equipment in such containers. The inspection team 
shall have the right, in accordance with the procedures set 
forth in this paragraph, to select one set of radiation 
detection equipment for use during the inspection from among 
the sets of such equipment stored at the point of entry in 
accordance with subparagraph 9(c) of this Section or an 
additional set of radiation detection equipment brought to the 
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point of entry by the inspection team, and to confirm the 
operability of the selected set in accordance with the 
procedures set forth in paragraph 12 of this Section, for no 
more than four hours: 

(a) If the inspection team determines that the containers 
for at least one of the sets of radiation detection equipment 
have not been tampered with, and that the set of radiation 
detection equipment therein is operable, such a set of 
radiation detection equipment shall be used during the 
inspection. 

(b) If the inspection team or the in-country escort 
determines that the containers for all the sets of radiation 
detection equipment have been tampered with, the inspection 
team shall have the right, during the inspection, to use an 
additional set of radiation detection equipment brought to the 
point of entry by the inspection team and examined in 
accordance with paragraph 4 of Section IV of Part Five of the 
Protocol, the operability of which has been confirmed in 
accordance with the procedures set forth in paragraph 12 of 
this Section. 

(c) For containers that have not been tampered with, if 
the inspection team or the in-country escort determines that 
all the sets of radiation detection equipment stored in such 
containers are not operable, the inspection team shall have 
the right, during the inspection, to use an additional set of 
radiation detection equipment brought to the point of entry by 
the inspection team. The radiation detection equipment shall 
be examined in accordance with the procedures set forth in 
subparagraph 9(b) of this Section and the operability of such 
radiation detection equipment shall be confirmed in accordance 
with the procedures set forth in paragraph 12 of this Section. 

(d) If there are no signs that the containers have been 
tampered with and any one of the sets of radiation detection 
equipment stored in such containers is not operable, the 
inspection team shall remove inoperable items of radiation 
detection equipment from the territory of the inspected Party. 
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The inspecting Party shall inform the inspected Party of the 
possible cause of the malfunction of such radiation detection 
equipment. 

(e) If an additional set of radiation detection equipment 
is brought to the point of entry by the inspection team and is 
not used during the inspection, such radiation detection 
equipment shall be stored at the point of entry in tamper
proof containers and removed from the territory of the 
inspected Party by the inspection team when it departs the 
territory of the inspected Party. 

(f) In all cases, only one set of radiation detection 
equipment the operability of which has been confirmed in 
accordance with the procedures set forth in paragraph 12 of 
this Section shall be used during an inspection. The 
operability of the radiation detection equipment at the point 
of entry shall be confirmed immediately after the examination 
of other inspection equipment. 

12. Before taking measurements using radiation detection 
equipment, inspectors and the in-country escort shall have the 
right to confirm the operability of the radiation detection 
equipment using the following procedures: 

(a) The operability of each neutron detector included in 
a set of radiation detection equipment shall be confirmed. 

(b) The neutron detector shall be placed in an agreed 
location. 

(c) The inspecting Party shall take two background 
radiation measurements with the calibration source located at 
a distance of at least three meters from the neutron detector. 
If the difference between these two measurements is less than 
or equal to 30 percent of their average, the average of these 
measurements shall be recorded as the average background 
radiation value for the purposes of the operability check. If 
the difference between these two background radiation 
measurements is more than 30 percent of their average, a third 
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background radiation measurement shall be taken. The third 
background radiation measurement shall be compared with the 
previously taken background radiation measurement that is 
closest to the third background radiation measurement. If the 
difference between the third background radiation measurement 
and the closest previous background radiation measurement is 
less than or equal to 30 percent of the average of these two 
measurements, the average of these two measurements shall be 
recorded as the average background radiation value for the 
purposes of the operability check. Otherwise, the result~ of 
all three background radiation measurements shall be recorded 
and the radiation detection equipment shall not be considered 
to be operable. 

(d) With the neutron detector in the same location, 
inspectors shall place the calibration source in contact with 
the neutron detector at the center of its sensitive surface as 
indicated by the markings on the neutron detector. 

(e) Inspectors shall take two measurements of the neutron 
radiation level from the calibration source. The average of 
these two measurements shall be recorded as the average 
calibration measurement value. 

(f) The following values shall be calculated: 

(i) The calculated calibration measurement value, 
which is the difference between the average calibration 
measurement value determined in accordance with 
subparagraph (e) of this paragraph and the average background 
radiation value determined in accordance with subparagraph (c) 
of this paragraph; 

(ii) The product of the counting time for each 
measurement and the equivalent flux of the calibration source, 
which is a fixed value indicated on the calibration source; 
and 
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(iii) The sensitivity of the neutron detector, which 
is the ratio of the values obtained in accordance with 
subparagraphs (i) and (ii) of this subparagraph. 

(g) The radiation detection equipment shall be considered 
to be operable, provided: 

(i) The difference between the two calibration 
measurements taken in accordance with subparagraph (e) of this 
paragraph is less than or equal to 30 percent of the average 
calibration measurement value; 

(ii) The difference between the value of the 
sensitivity of the neutron detector, determined in accordance 
with subparagraph (f) (iii) of this paragraph, and the 
laboratory value of the sensitivity of the neutron detector, 
as indicated on the neutron detector, is less than or equal to 
15 percent of the average of these two sensitivity values; and 

(iii) The results of the measurements to be used to 
confirm the operability of the radiation detection equipment 
at the point of entry, obtained in accordance with 
subparagraphs (c) and (e) of this paragraph shall be recorded 
in the inspection activity report or in another form agreed by 
the Parties. 

13. Notwithstanding paragraphs 3-12 of this Section, during 
Type One inspections radiation detection equipment shall be 
used in accordance with the procedures set forth in paragraphs 
14-16 of this Section. 

14. At the inspection site radiation detection equipment 
shall be used in accordance with the following procedures: 

(a) The counting time for each individual measurement 
shall be determined as follows: 

(i) If the radiation detection equipment is provided 
by the inspected Party, the counting time shall be determined 
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by the Parties within the framework of the BCC from the range 
of times specified in paragraph 5 of Section II of this Part. 

(ii) If the radiation detection equipment is provided 
by the inspecting Party, the counting time shall be selected 
by the inspecting Party from the range of times specified in 
paragraph 5 of Section II of this Part. 

(b) Inspectors shall have the right to observe the use of 
radiation detection equipment in order to confirm that the 
procedures provided for in paragraphs 14-16 of this Section 
are being carried out. 

(c) Upon arrival at the inspection site before taking 
radiation measurements, inspectors shall confirm that at least 
one neutron detector from the set of radiation detection 
equipment is operable, in accordance with the procedures set 
forth in subparagraph 6(d) of this Section if the radiation 
detection equipment is provided by the inspected Party, or in 
paragraph 12 of this Section if the radiation detection 
equipment is provided by the inspecting Party. If inspectors 
are unable to confirm the operability of any of the neutron 
detectors, this fact shall be recorded in the inspection 
activity report and the inspection shall continue without 
using radiation detection equipment. 

(d) Measurements of the neutron radiation level of an 
object designated by the inspection team for radiation 
measurement in accordance with paragraph 13 of Section II and 
paragraph 5 of Section VI of Part Six of this Annex, shall be 
carried out at a location selected for these purposes by the 
in-country escort, using a neutron detector, the operability 
of which has been confirmed pursuant to subparagraph 6(d) of 
this Section if the radiation detection equipment is provided 
by the inspected Party, or pursuant to paragraph 12 of this 
Section if the radiation detection equipment is provided by 
the inspecting Party. 

(e) Measurements of background radiation shall be taken 
by the in-country escort at a distance of no less than 50 
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meters from the front section of a deployed ICBM or deployed 
SLBM or from a heavy bomber. Such measurements of background 
radiation shall be taken in accordance with the following 
procedures: 

(i) Inspectors shall specify to the in-country escort 
how to position the neutron detector with respect to the 
object designated for measurement of the neutron radiation 
level. The sensitive surface of the neutron detector shall be 
placed vertically at the approximate height at which 
measurements of the designated object shall be taken. 

(ii) Two background radiation measurements shall be 
taken. The average of these two measurements shall be 
calculated and recorded in the inspection activity report as 
the average background radiation value. 

(iii) If the average background radiation value is 
greater than 450 counts, unless otherwise agreed by the 
Parties, another location for taking the background radiation 
measurements shall be selected by the in-country escort. 
Background radiation measurements shall be taken until an 
average background radiation value is obtained that is less 
than 450 counts, unless otherwise agreed by the Parties, at a 
selected location. 

(iv) The square root of the average background 
radiation value shall be calculated to two decimal places and 
the result multiplied by four. This number shall be added to 
the average background radiation value and the result shall be 
rounded up to the next whole number. This number shall be 
recorded in the inspection activity report as the comparison 
number to be used in accordance with paragraphs 15 and 16 of 
this Section. 

15. For inspections of deployed ICBMs and deployed SLBMs: 

(a) The in-country escort shall place, for radiation 
measurements, an object located on the front section and 
declared by the in-country escort to be a non-nuclear object, 
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hereinafter referred to as the inspected object, at a distance 
of no less than 50 meters from the front section, or shall 
provide for radiation measurements of the inspected object to 
be taken while it is located on the front section. If 
radiation measurements of the inspected object are taken while 
it is located on the front section, the in-country escort 
shall have the right to use special shields that prevent 
neutrons from a reentry vehicle or reentry vehicles remaining 
on the front section from striking the neutron detector but 
that do not block the inspected object from the neutron 
detector, or to remove the reentry vehicle or reentry vehicles 
from the front section to a distance of no less than so meters 
from the front section. 

(b) The process of removing the inspected object from the 
front section and moving it to a location where radiation 
measurements are to be taken or the process of removing a 
reentry vehicle or reentry vehicles from the front section, 
shall be carried out outside the field of view of inspectors 
but in such a manner as to permit inspectors to ascertain that 
the inspected object is the same inspected object. Before the 
inspected object or the reentry vehicle or reentry vehicles 
are removed from the front section, inspectors shall have the 
right to view the specially allocated site inside a room or 
within a portion of the site for viewing the front section in 
order to ascertain that the site does not contain other 
objects similar to the inspected object. Throughout the 
process of removing the inspected object or the reentry 
vehicle or reentry vehicles from the front section, inspectors 
shall have the right, at their own choice, either to observe 
all exits of the site in order to ascertain that no objects 
that are similar to the inspected object are delivered to that 
site, or to seal all the exits with seals. 

(c) Inspectors shall select the point on the inspected 
object where radiation measurements are to be taken. A 
description of the inspected object shall be recorded as a 
diagram in the inspection activity report. The approximate 
dimensions of the inspected object, determined visually 



-52-

without taking linear measurements, and the approximate 
location of the measurement point on the inspected object, 
shall be indicated on this diagram. 

(d) The in-country escort shall position the neutron 
detector in a location specified by inspectors, no less than 
seven centimeters and no more than two meters from the surface 
of the inspected object, with a maximum permissible deviation 
from these established distances not to exceed 20 percent, so 
that the neutron detector is at the same level as the 
measurement point, with the sensitive surface of the neutron 
detector facing the measurement point on the inspected object. 

(e) The in-country escort shall take two measurements of 
the neutron radiation level at the selected point. The 
average of the two measurements shall be calculated, and if 
the result is not a whole number, it shall be rounded up to 
the next whole number. This average shall be recorded in the 
inspection activity report as the average measurement at that 
point. 

(f) If the average measurement of the neutron radiation 
level at the selected point is less than or equal to the 
comparison number calculated in accordance with subparagraph 
14(e) (iv) of this Section, the inspected object is, in fact, a 
non-nuclear object. This fact shall be recorded in the 
inspection activity report. 

(g) If the average measurement of the neutron radiation 
level at the selected point is greater than the comparison 
number calculated in accordance with subparagraph 14(e) (iv) of 
this Section, this fact shall be recorded in the inspection 
activity report. 

(h) During the radiation measurements of the inspected 
object while it is located on the front section, in order to 
obtain the value of the comparison number calculated in 
accordance with subparagraph 14(e) (iv) of this Section, 
inspectors shall use one of the multipliers to the square root 
of the average background radiation value, the values of which 
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have been agreed by the Parties within the framework of the 
BCC. 

(i) The calculations specified in subparagraphs 14(e) (ii) 
and 14(e) (iv) of this Section may be made automatically by an 
electronic radiation detection equipment counter. These 
results shall be displayed on the screen of the electronic 
radiation detection equipment counter. Inspectors shall 
record such results in the inspection activity report and 
shall indicate whether the inspected object is, in fact, a 
non-nuclear object. 

(j) At the request of the inspected Party, the result 
obtained in accordance with subparagraph (i) of this paragraph 
shall be verified by the calculations made manually in 
accordance with subparagraphs 14(e) (ii) and 14(e) (iv) of this 
Section. 

16. For inspections of deployed heavy bombers: 

(a) The in-country escort shall place, for radiation 
measurements, an object located on or in the heavy bomber and 
declared by the in-country escort to be a non-nuclear object, 
hereinafter referred to as the inspected object, at a location 
specified by the in-country escort, at a distance of no less 
than 50 meters from the heavy bomber, or shall provide for 
radiation measurements of the inspected object to be taken 
while it is located on or in the heavy bomber. If radiation 
measurements of the inspected object are taken while it is 
located on or in the heavy bomber, the in-country escort shall 
have the right to use special shields that prevent neutrons 
from nuclear armaments located on the heavy bomber from 
striking the neutron detector but that do not block the 
inspected object from the neutron detector. 

(b) The process of removing the inspected object from the 
heavy bomber and moving it to a location where radiation 
measurements are to be taken shall be carried out outside the 
field of view of inspectors but in such a manner as to permit 
inspectors to ascertain that the inspected object is the same 
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inspected object. Before the inspected object is removed from 
the heavy bomber, inspectors shall have the right to view the 
specially allocated site inside a room or within a portion of 
the site for the inspection of the inspected object in order 
to ascertain that the site does not contain other objects 
similar to the inspected object. Throughout the process of 
removing the inspected object from the heavy bomber, 
inspectors shall have the right, at their own choice, either 
to observe all exits of the site in order to ascertain that no 
objects that are similar to the inspected object are delivered 
to that site, or to seal all the exits with seals. 

(c) Inspectors shall select the point on the inspected 
object where radiation measurements are to be taken. A 
description of the inspected object shall be recorded as a 
diagram in the inspection activity report. The approximate 
dimensions of the inspected object, determined visually 
without making linear measurements, and the approximate 
location of the measurement point on the inspected object, 
shall be indicated on this diagram. 

(d) The in-country escort shall position the neutron 
detector in a location specified by the inspectors, no less 
than seven centimeters and no more than two meters from the 
surface of the inspected object, with a maximum permissible 
deviation from these established distances not to exceed 20 
percent, so that the neutron detector is at the same level as 
the measurement point, with the sensitive surface of the 
neutron detector facing the measurement point on the inspected 
object. 

(e) The in-country escort shall take two measurements of 
the neutron radiation level at the selected point. The 
average of the two measurements shall be calculated, and if 
the result is not a whole number, it shall be rounded up to 
the next whole number. This average shall be recorded in the 
inspection activity report as the average measurement at that 
point. 
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(f) If the average measurement of the neutron radiation 
level at the selected point is less than or equal to the 
comparison number calculated in accordance with subparagraph 
14(e) (iv) of this Section, the inspected object is, in fact, a 
non-nuclear object. This fact shall be recorded in the 
inspection activity report. 

(g) If the average measurement of the neutron radiation 
level at the selected point is greater than the comparison 
number calculated in accordance with subparagraph 14(e) (iv) of 
this Section, this fact shall be recorded in the inspection 
activity report. 

(h) During the radiation measurements of the inspected 
object while it is located on or in the heavy bomber, in order 
to obtain the value of the comparison number calculated in 
accordance with subparagraph 14(e) (iv) of this Section, 
inspectors shall use one of the multipliers to the square root 
of the average background radiation value, the values of which 
have been agreed by the Parties within the framework of the 
BCC. 

(i) The calculations specified in subparagraphs 14(e) (ii) 
and 14(e) (iv) of this Section may be made automatically by an 
electronic radiation detection equipment counter. These 
results shall be displayed on the screen of the electronic 
radiation detection equipment counter. Inspectors shall 
record such results in the inspection activity report and 
shall indicate whether the inspected object is, in fact, a 
non-nuclear object. 

(j) At the request of the inspected Party, the result 
obtained in accordance with subparagraph (i) of this paragraph 
shall be verified by the calculations made manually in 
accordance with subparagraphs 14(e) (ii) and 14(e) (iv) of this 
Section. 

(k) If, during an inspection of a designated deployed 
heavy bomber, it is necessary to take radiation measurements 
of several inspected objects located on or in the heavy 
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bomber, upon agreement between the inspection team leader and 
a member of the in-country escort, radiation measurements of 
several inspected objects may be taken simultaneously. 
Inspectors shall record such results in the inspection 
activity report and shall indicate whether the inspected 
objects are, in fact, non-nuclear objects. 

(1) Prior to taking radiation measurements of an 
inspected object removed from a heavy bomber, such an 
inspected object may be covered with an individual soft cover 
that is incapable of masking the neutron radiation level of 
such an inspected object. The use of containers shall not be 
permitted while conducting the procedures set forth in this 
paragraph. 
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Part Six - Type One Inspection Procedures 

Section I. Pre-inspection Restrictions at the Inspection Site 

1. No later than one hour after the time for the designation 
of the inspection site, the inspected Party shall, at the 
designated ICBM base, submarine base, or air base, implement 
the following pre-inspection restrictions, which shall remain 
in effect until completion of the procedures for designation 
of ICBM launchers, SLBM launchers, or deployed heavy bombers 
for inspection: 

(a) The inspected Party shall not remove from the 
inspection site ICBMs or SLBMs, first stages of ICBMs or 
SLBMs, and mobile launchers of ICBMs; containers and closed 
vehicles large enough to contain an item of inspection; and 
covered objects large enough to contain or to be an item of 
inspection. 

(b) The inspected Party shall not remove heavy bombers 
from the inspection site. 

(c) The inspected Party shall not open silo doors of silo 
launchers of ICBMs, hatches of SLBM launchers, hatches of 
converted launchers of SLBMs, or hatches of launchers 
installed on SSGNs that were closed at the time pre-inspection 
restrictions were implemented. 

(d) The inspected Party shall not begin any work 
associated with the removal of ICBMs or SLBMs from ICBM 
launchers or SLBM launchers. 

(e) The inspected Party shall not begin any work 
associated with the installation or removal of reentry 
vehicles or front sections on deployed ICBMs or deployed 
SLBMs. 
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(f) The inspected Party shall not remove mobile launchers 
of ICBMs from basing areas. 

(g) The inspected Party shall not move ballistic missile 
submarines or SSGNs from within the waters depicted on the 
coastlines and waters diagram of the submarine base, and shall 
not move such submarines into dry dock. 

(h) The inspected Party shall not begin any work 
associated with the installation or removal of armaments on 
heavy bombers. 

2. Upon arrival of the inspection team at the inspection 
site, the inspected Party shall not move, within the 
boundaries of the inspection site, mobile launchers of ICBMs 
located in basing areas at the time pre-inspection 
restrictions were implemented, or ballistic missile 
submarines, SSGNs, or heavy bombers located at the inspection 
site at the time pre-inspection restrictions were implemented. 

3. Upon completion of procedures for designation of ICBM 
launchers, SLBM launchers, converted launchers of SLBMs, fixed 
structure for mobile launchers of ICBMs, or deployed heavy 
bombers for inspection in accordance with Part Five of the 
Protocol, the restrictions provided for in paragraph 1 of this 
Section shall remain in effect for such designated items until 
inspectors have arrived at such designated items. Upon 
completion of the procedures for designation, the pre
inspection restrictions shall cease to be in effect with 
respect to all other submarines, launchers, heavy bombers, and 
fixed structures located at the designated inspection site at 
the time pre-inspection restrictions were implemented. 

4. The pre-inspection restrictions provided for in this 
Section shall not apply to work conducted in order to resolve 
an emergency involving a submarine, launcher, missile, or 
heavy bomber. 
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Section II. Inspection Procedures for Reentry Vehicles 
Emplaced on Deployed ICBMs and Deployed SLBMs 

1. For a deployed ICBM or deployed SLBM designated for 
inspection of reentry vehicles, the inspected Party shall have 
the right to prepare the front section for viewing in the 
deployed launcher of ICBMS or deployed launcher of SLBMs, or 
outside such a launcher in close proximity to it, in a 
vehicle, or at a specially allocated site. 

2. The inspected Party shall not remove any reentry vehicles 
from the front section of an ICBM or SLBM to be inspected 
throughout the period of time from the time of arrival of the 
inspection team at the launcher designated for inspection to 
the completion of the inspection of such a front section. 

3. During the inspection of reentry vehicles emplaced on a 
deployed ICBM or a deployed SLBM, inspectors shall have the 
right to view the interior of vehicles, objects, containers, 
and structures used to remove a front section, ICBM, or SLBM, 
or used to prepare a front section for viewing, in order to 
confirm that such vehicles, objects, containers, or structures 
do not contain another ICBM, SLBM, front section, or other 
reentry vehicles. 

4. For deployed silo launchers of ICBMs and deployed 
launchers of SLBMs: 

(a) Upon arrival of the inspection team at a designated 
silo launcher of ICBMS, inspectors shall have the right to 
confirm that the silo launcher of ICBMs is the silo launcher 
of ICBMs designated for inspection by comparing its geographic 
coordinates, determined using a satellite system receiver and 
the procedures provided for in Part Five of this Annex, with 
the geographic coordinates provided for that silo launcher of 
ICBMs in accordance with Part Two of the Protocol. 

(b) Upon arrival of inspectors at the designated deployed 
silo launcher of ICBMS or designated deployed launcher of 
SLBMs, a member of the in-country escort shall designate one 
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or more locations where inspectors are permitted to be 
present. This location or these locations shall be determined 
in a manner that provides inspectors the opportunity to 
observe the upper silo edge of such a silo launcher of ICBMS 
or the upper tube edge of such an SLBM launcher as well as to 
observe any vehicles, containers, or objects that enter or 
leave the vicinity of the silo launcher of ICBMs or SLBM 
launcher. The boundaries of that vicinity shall be determined 
by a member of the in-country escort. The location or 
locations from which inspectors shall have the right to 
observe the upper silo edge of such a silo launcher of ICBMs 
or the upper tube edge of such an SLBM launcher shall be 
located at a distance of no more than 50 meters from that 
launcher. In cases where a clear view cannot be provided 
within a 50-meter distance, the inspection team leader and a 
member of the in-country escort may agree to a location or 
locations that provide a clear view of the upper edge of the 
launcher from a distance greater than SO meters. 

(c) Prior to the time of the opening of the silo door of 
the designated deployed silo launcher of ICBMs or hatch of the 
designated deployed launcher of SLBMs, a member of the in
country escort shall inform the inspection team leader of its 
opening. Inspectors shall have the right to observe the 
opening of the silo door of the silo launcher of ICBMs or 
hatch of the SLBM launcher. The time of the opening of such a 
silo door or such a hatch shall be determined by the inspected 
Party. 

(d) Inspectors shall have the right to maintain 
uninterrupted visual contact with the upper silo edge of the 
designated silo launcher of ICBMs or the upper tube edge of 
the designated launcher of SLBMs or with vehicles, devices, or 
structures used to remove the missile or the front section 
from the launcher or to prepare the front section for viewing 
throughout the period of time from the opening of the silo 
door of the silo launcher of ICBMs or hatch of the SLBM 
launcher to the completion of the preparation of the front 
section for viewing or the removal of the missile or front 
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section from the ICBM launcher or SLBM launcher, whichever 
occurs first. 

(e) For any vehicles, containers, or objects that enter 
or leave the vicinity of the designated silo launcher of ICBMs 
or launcher of SLBMs throughout the period of time from the 
opening of the silo door of the silo launcher of ICBMs or 
hatch of the SLBM launcher to the completion of the 
preparation of the front section for viewing or the removal of 
the missile or front section from the silo launcher of ICBMs 
or SLBM launcher, whichever occurs first, a member of the in
country escort shall demonstrate, to the satisfaction of 
inspectors, that such vehicles, containers, or objects do not 
contain reentry vehicles. 

5. At the choice of the inspected Party, a designated 
deployed mobile launcher of ICBMs or a submarine on which is 
installed a designated deployed launcher of SLBMs may proceed 
to a specially allocated site, where the viewing of the front 
section of such an ICBM or such an SLBM is to be carried out, 
or where an SLBM is to be removed from its launcher, or where 
the front section is to be separated from an ICBM or SLBM. In 
that event, inspectors shall have the right to maintain 
uninterrupted visual contact with such a deployed mobile 
launcher of ICBMs or such a submarine during its movement to a 
specially allocated site. The submarine shall proceed to such 
a specially allocated site while surfaced. 

6. If the viewing of the front section is carried out 
directly in the deployed launcher of ICBMs or deployed 
launcher of SLBMs, the inspected Party shall prepare the front 
section for viewing in accordance with paragraph 8 or 
paragraph 11 of this Section and shall provide the inspection 
team with an opportunity to view such a front section of an 
ICBM or SLBM. Inspectors shall have the right to view the 
interior of vehicles and devices used to prepare the front 
section for viewing, prior to their use and upon completion of 
viewing the front section. This viewing shall be carried out 
in order to confirm that such vehicles or devices do not 
contain another front section or other reentry vehicles. For 
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SLBMs, if the inspected Party places a temporary structure 
over an SLBM launcher that is specially intended to prepare 
the front section for viewing and to carry out the viewing of 
the front section, inspectors shall have the right to view the 
interior of this temporary structure before it is put in place 
and after the viewing of the front section is completed. This 
viewing of the temporary structure shall be carried out in 
order to confirm that it does not contain another front 
section or other reentry vehicles. 

7. For viewing of the front section carried out outside a 
designated deployed launcher of ICBMs or deployed launcher of 
SLBMs, the inspected Party shall separate such a front section 
and remove it from such an ICBM launcher or SLBM launcher or 
remove the missile with its front section from an ICBM 
launcher or SLBM launcher: 

(a) If the inspected Party separates the front section in 
the designated launcher of ICBMs or launcher of SLBMs and then 
removes it, the inspected Party shall determine the manner of 
carrying out the viewing of the interior of such a launcher. 
Such viewing shall be carried out by one subgroup of 
inspectors. ·Each inspector in such a subgroup shall have the 
right to view the top portion of the deployed ICBM or deployed 
SLBM in the launcher for no more than three minutes from a 
location designated by the in-country escort in order to 
confirm that the front section has been fully separated. The 
in-country escort shall designate this location in such a 
manner as to provide a clear view of the entire upper portion 
of the ICBM or SLBM. 

(b) Inspectors shall have the right to view the interior 
of vehicles and devices used to remove or transport an ICBM, 
SLBM, or front section of an ICBM or SLBM from an ICBM 
launcher or SLBM launcher prior to their use. After the 
removal of the ICBM, SLBM, or front section of an ICBM or an 
SLBM from a vehicle or device, inspectors shall have the right 
to view them again. 
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(c) If the viewing of the front section is carried out at 
a specially allocated site, inspectors shall have the right to 
follow the vehicle in which the ICBM or SLBM with its front 
section or the front section of an ICBM or SLBM is transported 
to such a specially allocated site, in such a manner as to 
maintain uninterrupted visual contact with that vehicle. 

8. Preparation of the front section for viewing may be 
carried out outside the field of view of inspectors. 

9. If the viewing of the separated front section is carried 
out in a vehicle, inspectors shall have the right to observe 
the vehicle throughout the period of time from the time the 
front section is placed in the vehicle to the completion of 
the viewing of that front section. 

10. If the viewing of the front section is carried out at a 
specially allocated site, the following procedures shall 
apply: 

(a) Before the shroud is removed inspectors shall have 
the right to view the specially allocated site inside an 
enclosed space, in order to ascertain that such a site does 
not contain another front section or other reentry vehicles. 

(b) During preparation of the front section for viewing 
inside an enclosed space, inspectors shall have the right to 
observe all accesses to this enclosed space or to seal by 
seals all accesses as agreed between the inspection team 
leader and a member of the in-country escort. During 
preparation of the front section for viewing, no vehicle, 
container, or object that is large enough to contain an ICBM 
or SLBM, front section of an ICBM or SLBM, or reentry vehicle 
shall leave such a site until inspected or until an inspector 
declares that there is no intent to inspect it. 

11. The inspected Party shall have the right to cover reentry 
vehicles and other equipment, including the mounting platform, 
with individual covers, in such a manner that the covers shall 
not hamper inspectors in ascertaining that the front section 
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contains a number of reentry vehicles equal to the number of 
reentry vehicles declared for such a deployed ICBM or deployed 
SLBM. The inspected Party shall have the right to use hard, 
soft, and combined covers to cover reentry vehicles and other 
objects located on the front section of an ICBM or SLBM, based 
on the following: 

(a) A hard cover is understood to mean a cover that has a 
fixed shape and consists entirely of structurally hard 
elements. The inspected Party shall have the right to use 
individual hard covers or a single hard cover consisting of a 
base portion, individual conically-shaped elements that cover 
each reentry vehicle, and individual elements that cover other 
objects located on the front section of a deployed ICBM or 
deployed SLBM. Inspectors shall have the right to view and 
measure such hard covers for reentry vehicles prior to their 
placement on the front section. 

(b) A soft cover is understood to mean a cover for a 
reentry vehicle or other objects located on the front section 
that does not have a fixed shape or structurally hard elements 
except for hard elements that cover and protect only the 
reentry vehicle nose tip. Inspectors shall have the right to 
view soft covers for reentry vehicles prior to their placement 
on the front section in a manner that demonstrates the cover's 
general shape. 

(c) A combined cover is understood to mean a cover, the 
structure of which has hard elements and a soft outer covering 
that, when assembled, has a fixed shape. Inspectors shall 
have the right to view the fully-assembled combined cover and 
measure the base diameter and height of the fully-assembled 
combined cover prior to its placement on the front section. 

(d) The first time a Party uses a hard or combined cover 
for reentry vehicles, this Party shall conduct a one-time 
demonstration of that hard or fully-assembled combined cover 
during the first Type One inspection using that cover. During 
such a demonstration, inspectors shall have the right to view 
and make measurements of the hard cover for reentry vehicles 
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or view the fully-assembled combined cover for reentry 
vehicles and measure its base diameter and its height. 

12. For designated deployed ICBMs or deployed SLBMs, upon 
completion of the preparation of the front section for 
viewing, the inspected Party shall determine the manner of 
carrying out the viewing of the front section. Such viewing 
shall be carried out by all inspectors as an inspection team 
or in subgroups. Each inspector shall have the right to view 
this front section for no more than 15 minutes. The viewing 
shall be carried out at a distance of no more than five meters 
from the front section, from a location or locations 
designated by the in-country escort providing a clear view of 
the covered reentry vehicles, in order to ascertain that the 
front section contains a number of reentry vehicles equal to 
the number of reentry vehicles declared for that deployed ICBM 
or deployed SLBM. 

13. If a member of the in-country escort declares that non
nuclear objects other than reentry vehicles are located on the 
front section of the designated deployed ICBM or deployed SLBM 
equipped with no less than one nuclear-armed reentry vehicle, 
the inspection team leader shall have the right to designate 
all such non-nuclear objects for inspection. The in-country 
escort shall demonstrate to the satisfaction of the inspectors 
that such objects are non-nuclear. Radiation detection 
equipment provided for in Part Five of this Annex may be used, 
at the discretion of the inspected Party, to demonstrate to 
inspectors that the objects located on the front section of an 
ICBM or SLBM and declared by a member of the in-country escort 
as non-nuclear objects, are, in fact, non-nuclear. Radiation 
detection equipment shall be used in accordance with Part Five 
of this Annex. 

14. If preparation of the front section for viewing has been 
carried out outside the field of view of inspectors, 
inspectors shall, upon completion of viewing of the front 
section and prior to the reinstallation of the shroud, if 
applicable, have the right to view the vehicle or specially 
allocated site where the viewing of the front section was 



-66-

carried out, including, if applicable, the space under the 
shroud, in order to confirm the absence of reentry vehicles 
outside the front section. 

15. For a designated deployed ICBM or deployed SLBM, declared 
during pre-inspection procedures not to contain a front 
section, the inspected Party shall determine the manner of 
preparing the ICBM or SLBM for viewing and carrying out the 
viewing of the interior of the launcher of such an ICBM or 
SLBM. Such viewing shall be carried out by all inspectors as 
an inspection team or in subgroups. Each inspector shall have 
the right to view the upper edge of the deployed ICBM or 
deployed SLBM in the ICBM launcher or SLBM launcher for no 
more than three minutes from a location designated by the in
country escort, in order to confirm the absence of the front 
section on an ICBM or SLBM. The in-country escort shall 
designate this location in such a manner as to provide a clear 
view of the interior of the ICBM launcher or SLBM launcher. 

Section III. Inspection Procedures for a Designated Non
deployed Launcher of ICBMs or Launcher of SLBMs and a 
Designated Fixed Structure for Mobile Launchers of ICBMs 
Declared Not to Contain a Deployed Mobile Launcher of ICBMs 

1. For a designated non-deployed silo launcher of ICBMs, upon 
arrival of the inspection team at such a silo launcher of 
ICBMs, inspectors shall have the right to confirm that the 
silo launcher of ICBMs is the silo launcher of ICBMs 
designated for inspection by comparing its geographic 
coordinates, determined using a satellite system receiver and 
the procedures provided for in Part Five of this Annex, with 
the geographic coordinates provided for that silo launcher of 
ICBMs in accordance with Part Two of the Protocol. After the 
inspected Party opens the silo door of such a silo launcher of 
ICBMs, inspectors shall have the right to view the interior of 
this silo launcher of ICBMs from a location designated by the 
in-country escort, in order to confirm that it does not 
contain an ICBM. 



-67-

2. For a designated fixed structure for mobile launchers of 
ICBMs declared not to contain a deployed mobile launcher of 
ICBMs, upon arrival of the inspection team at such a fixed 
structure, the inspected Party shall open the doors of the 
fixed structure. Inspectors shall have the right to view the 
interior of this fixed structure from a location designated by 
the in-country escort, in order to confirm that this fixed 
structure does not contain a deployed mobile launcher of 
ICBMS. 

3. For a designated non-deployed launcher of SLBMs, upon 
arrival of the inspection team at such an SLBM launcher, the 
inspected Party shall open the hatch of the SLBM launcher. 
Inspectors shall have the right to view the interior of this 
SLBM launcher from a location designated by the in-country 
escort, in order to confirm that it does not contain an SLBM. 

4. If an inspection team conducting an inspection of a 
designated non-deployed launcher of ICBMs, designated fixed 
structure for mobile launchers of ICBMs declared not to 
contain a deployed mobile launcher of ICBMs, or designated 
non-deployed launcher of SLBMs, discovers that such a launcher 
or such a fixed structure contains a deployed ICBM or a 
deployed SLBM, the inspection team shall have the right to 
inspect the discovered ICBM or SLBM in order to determine the 
number of reentry vehicles emplaced on such an ICBM or SLBM. 
The inspected Party shall prepare the front section of such an 
ICBM or SLBM for viewing using the procedures provided for in 
Section II of this Part. 

Section IV. Inspection Procedures for a Designated Converted 
Launcher of SLBMs Installed on a Ballistic Missile Submarine 

1. For a designated converted launcher of SLBMs installed on 
a ballistic missile submarine, upon arrival of the inspection 
team at such a converted launcher of SLBMs, the inspected 
Party shall prepare this launcher for viewing. 
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2. During preparation of the designated converted launcher of 
SLBMs for viewing, inspectors shall, upon arrival at the 
launcher, have the right to maintain uninterrupted visual 
contact with the converted launcher of SLBMs. During the 
inspection of a designated converted launcher of SLBMs, 
inspectors shall have the right to inspect all objects and 
equipment removed from that launcher in order to confirm that 
they are not a first stage of an SLBM and were not used to 
make such a launcher capable of launching an SLBM. The 
inspection shall begin when the hatch of the designated 
converted launcher of SLBMs is opened and shall end when the 
inspection procedures for such a converted launcher of SLBMs 
have been completed. 

3. For a converted launcher of SLBMs designated for 
inspection, after completion of preparation of such a launcher 
for viewing, a subgroup consisting of no more than five 
inspectors shall have the right to: 

(a) View the launcher from a location or locations 
designated by the in-country escort that provide a clear view 
of the interior of such a launcher; 

(b) confirm the presence of each of the distinguishing 
features demonstrated during the exhibition conducted by the 
inspected Party in accordance with Part Nine of the Protocol 
and recorded in the inspection activity report of such an 
exhibition; and 

(c) confirm, using the recorded distinguishing features 
for such a converted launcher of SLBMs, that such a converted 
launcher of SLBMs remains incapable of launching an SLBM. 

4. If a member of the in-country escort declares that an 
object contained in such a launcher is not a first stage of an 
SLBM, the in-country escort shall demonstrate to the 
satisfaction of inspectors that such an object is not a first 
stage of an SLBM including, if necessary, removing that object 
from the launcher. 
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Section v. Inspection Procedures for Designated Launchers 
Installed on SSGNs 

1. For a designated launcher installed on an SSGN, upon 
arrival of the inspection team at such a launcher, the 
inspected Party shall prepare the launcher for viewing by 
inspectors. 

2. If necessary, at the discretion of the inspected Party, 
the SSGN containing launchers designated for inspection may 
proceed to a specially allocated site depicted on the 
coastlines and waters diagram of the submarine base where the 
viewing of these designated launchers is to be carried out, 
located within the waters depicted on such a coastlines and 
waters diagram of the submarine base. In this event, the 
submarine shall proceed to such a site while surfaced, and 
inspectors shall have the right to maintain uninterrupted 
visual contact with this submarine. 

3. During preparation of the designated launcher for viewing, 
the inspected Party shall open the hatch of that launcher. 
Inspectors shall have the right to view the interior of that 
designated launcher, from a location designated by the in
country escort, in order to confirm that it does not contain 
an SLBM. 

4. During preparation of the designated launcher for viewing, 
inspectors shall have the right to maintain uninterrupted 
visual contact with the upper tube edge of such a launcher. 
During the inspection of a designated launcher, inspectors 
shall have the right to inspect all objects and equipment 
removed from that launcher in order to confirm that they are 
not a first stage of an SLBM and were not used to make such a 
launcher capable of launching an SLBM. Inspectors shall also 
have the right to inspect all objects and equipment, prior to 
their installation, that are to be installed on that launcher 
during preparation of that launcher for inspection, in order 
to confirm that they are not used to make such a launcher 
incapable of launching an SLBM. The inspection shall begin 
when the hatch of the designated launcher is opened and shall 
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end when the inspection procedures for such a launcher are 
completed. 

5. For a launcher designated for inspection, after the 
launcher has been prepared for viewing, inspectors shall have 
the right to: 

(a) View the launcher from a location or locations 
designated by the in-country escort that provide a clear view 
of the interior of such a launcher in order to confirm that 
such a launcher does not contain an SLBM. If a member of the 
in-country escort declares that an object that is contained in 
such a launcher is not a first stage of an SLBM, the in
country escort shall demonstrate to the satisfaction of 
inspectors that such an object is not a first stage of an SLBM 
including, if necessary, removing the object from the 
launcher; and 

(b) Confirm that such a launcher has not been reconverted 
and remains incapable of launching an SLBM, by ascertaining 
the absence of critical components, as demonstrated during the 
exhibitions of converted launchers on SSGNs in accordance with 
Part Nine of the Protocol. 

Section VI. Inspection Procedures for Deployed Heavy Bombers 

1. The inspection team shall have the right to view 
designated deployed heavy bombers from a location designated 
by the in-country escort in order to confirm their types, read 
their unique identifiers, and, if applicable, view declared 
distinguishing features associated with such heavy bombers, as 
well as to confirm the number of nuclear armaments declared to 
be located on such heavy bombers. 

2. The inspected Party shall prepare designated deployed 
heavy bombers for inspection at a location designated by the 
in-country escort and shall have the right to cover nuclear 
armaments and other objects located on such heavy bombers with 
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soft covers in such a manner that these covers allow 
inspectors to confirm the number of nuclear armaments located 
on such heavy bombers. If it is necessary to relocate a 
designated deployed heavy bomber during the inspection, 
inspectors shall have the right to maintain uninterrupted 
visual contact with such a deployed heavy bomber. 

3. The inspected Party shall not remove any armaments or 
other objects located on designated deployed heavy bombers 
from such heavy bombers throughout the period of time from 
arrival of inspectors at such heavy bombers to the completion 
of the inspection of such heavy bombers. 

4. The inspected Party shall determine the manner of carrying 
out the viewing of a designated heavy bomber. Such a viewing 
shall be carried out by all inspectors as an inspection team 
or in subgroups. Each inspector shall have the right to view 
a designated deployed heavy bomber for no more than 15 
minutes. Inspectors shall have the right to view the weapons 
bay from a location or locations designated by the in-country 
escort, in order to confirm the number of nuclear armaments 
declared to be located on such a heavy bomber. 

5. If a member of the in-country escort declares that objects 
located on a designated deployed heavy bomber are non-nuclear 
objects, the inspection team leader shall have the right to 
designate all such objects located on each designated deployed 
heavy bomber for further inspection. The in-country escort 
shall demonstrate to the satisfaction of inspectors that such 
designated objects are non-nuclear objects. Radiation 
detection equipment provided for in Part Five of this Annex 
may be used, at the discretion of the inspected Party, in 
order to demonstrate to inspectors that an object located on 
the designated deployed heavy bomber and declared by a member 
of the in-country escort to be a non-nuclear object, is, in 
fact, non-nuclear. Radiation detection equipment shall be 
used in accordance with Part Five of this Annex. 
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Section VII. Inspection Procedures at ICBM Bases and 
Submarine Bases 

1. For an ICBM base, inspectors shall have the right to 
inspect the maintenance facility within the boundaries of the 
inspection site in order to confirm the accuracy of the 
declared data on the number, unique identifiers, types, and, 
if applicable, variants or versions of items of inspection 
declared for the inspection site. 

2. For a submarine base, inspectors shall have the right to 
inspect the inspection site within the boundaries of the 
inspection site, in order to confirm the accuracy of the 
declared data on the number, unique identifiers, types, and, 
if applicable, variants of items of inspection declared for 
the inspection site. 

3. At ICBM bases and submarine bases, inspectors shall, 
within the boundaries of the inspection site, have the right 
to inspect items of inspection, as well as objects, covered 
objects, containers, vehicles, and structures large enough to 
contain or to be an item of inspection that are located within 
the boundaries of such an inspection site as provided for in 
Part Nine of this Annex. 
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Part Seven - Type Two Inspection Procedures 

Section I. Pre-inspection Restrictions at the Inspection Site 

1. No later than one hour after the time for the designation 
of the inspection site, the inspected Party shall implement 
the following pre-inspection restrictions at the designated 
inspection site, which shall remain in effect until the pre
inspection procedures have been completed: 

(a) For ICBM loading facilities; SLBM loading facilities; 
storage facilities for ICBMs, SLBMs, and mobile launchers of 
ICBMs; repair facilities for ICBMs, SLBMs, and mobile 
launchers of ICBMs; test ranges; training facilities; and 
formerly declared facilities other than formerly declared 
facilities at which heavy bombers converted for non-nuclear 
armaments are based, the inspected Party shall not remove from 
the inspection site non-deployed ICBMs and non-deployed SLBMs, 
first stages of ICBMs and SLBMs, mobile launchers of ICBMs, 
containers and closed vehicles large enough to contain an item 
of inspection and covered objects large enough to contain or 
to be an item of inspection. 

(b) For formerly declared facilities at which heavy 
bombers converted for non-nuclear armaments are based, the 
inspected Party shall not remove any such heavy bombers from 
the inspection site and shall not install or remove any 
equipment on such heavy bombers. 

(c) For submarine bases, the inspected Party shall not 
move ballistic missile submarines, on which are installed 
converted launchers of SLBMs that are subject to inspection in 
accordance with Part Three of the Protocol, from within the 
waters depicted on the coastlines and waters diagram of the 
submarine base, shall not move such submarines into dry dock, 
and shall not install or remove equipment on such converted 
launchers of SLBMs. 
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(d) For conversion or elimination facilities for ICBMs, 
SLBMs, or mobile launchers of ICBMs, the inspected Party shall 
not remove from the inspection site eliminated solid-fueled 
ICBMs, eliminated solid-fueled SLBMs, or eliminated mobile 
launchers of ICBMs that are subject to inspection in 
accordance with Part Three of the Protocol. 

(e) For conversion or elimination facilities for heavy 
bombers, the inspected Party shall not remove from the 
inspection site converted heavy bombers that are subject to 
inspection in accordance with Part Three of the Protocol. 

(f) For storage facilities for heavy bombers, the 
inspected Party shall not remove any heavy bombers from the 
inspection site and shall not locate or remove armaments on 
heavy bombers. 

2. Upon arrival of the inspection team at a formerly declared 
facility at which heavy bombers converted for non-nuclear 
armaments are based, the inspected Party shall not move, 
within the boundaries of the inspection site, heavy bombers 
located at the inspection site at the time pre-inspection 
restrictions were implemented. 

3. Upon completion of procedures for designating converted 
heavy bombers for inspection in accordance with Part Nine of 
the Protocol, the pre-inspection restrictions provided for in 
subparagraph l(b) of this Section shall remain in effect with 
respect to such designated heavy bombers until inspectors have 
arrived at such heavy bombers. Upon completion of the 
procedures for designation, these pre-inspection restrictions 
shall cease to be in effect with respect to all other heavy 
bombers located at the inspection site at the time pre
inspection restrictions were implemented. 

4. The pre-inspection restrictions provided for in this 
Section shall not apply to work conducted in order to resolve 
an emergency involving a submarine, launcher, missile, or 
heavy bomber. 
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Section II. Inspection Procedures at ICBM Loading Facilities; 
SLBM Loading Facilities; Storage Facilities for ICBMS, SLBMs, 
and Mobile Launchers of ICBMs; Repair Facilities for ICBMs, 
SLBMs, and Mobile Launchers of ICBMs; Test Ranges; Training 
Facilities; and Formerly Declared Facilities Other Than 
Formerly Declared Facilities at Which Heavy Bombers Converted 
For Non-nuclear Armaments Are Based 

1. Within the boundaries of the inspection site, inspectors 
shall have the right to read unique identifiers and to confirm 
the accuracy of declared data on the number, types, and, if 
applicable, variants or versions of items of inspection 
specified for the designated inspection site as provided for 
in Parts Five and Nine of this Annex. 

2. For test ranges, inspectors shall have the right to 
inspect a silo test launcher of ICBMs declared not to contain 
an ICBM or a training model of a missile in order to confirm 
that it does not contain an ICBM or a training model of a 
missile. Upon arrival of the inspection team at such a silo 
test launcher of ICBMS, inspectors shall have the right to 
confirm that this silo test launcher of ICBMs is the silo test 
launcher of ICBMS designated for inspection by comparing its 
geographic coordinates, determined using a satellite system 
receiver and the procedures provided for in Part Five of this 
Annex, with the geographic coordinates provided for that silo 
test launcher of ICBMS in accordance with Part Two of the 
Protocol. After the in-country escort opens the silo door of 
such a launcher of ICBMs, inspectors shall have the right to 
view the interior of such a launcher from a location 
designated by the in-country escort in order to confirm that 
it does not contain an ICBM or a training model of a missile. 

Section III. Inspection Procedures for Deployed Heavy Bombers 
at Storage Facilities for Heavy Bombers 

1. Within the boundaries of the inspection site, inspectors 
shall have the right to confirm the accuracy of declared data 
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on the number, types, and, if applicable, variants of all 
deployed heavy bombers specified for the designated inspection 
site as provided for in Part Nine of this Annex, as well as to 
confirm the number of nuclear armaments located on designated 
deployed heavy bombers in accordance with the Fourth Agreed 
Statement contained in Part Nine of the Protocol. 

2. If it is necessary, in accordance with Part Nine of the 
Protocol, to relocate or prepare for inspection a designated 
deployed heavy bomber, inspectors shall have the right to 
maintain uninterrupted visual contact with such a heavy 
bomber. 

3. Inspectors shall have the right to view all deployed heavy 
bombers, including environmentally-sealed deployed heavy 
bombers in accordance with the Fourth Agreed Statement 
contained in Part Nine of the Protocol, from a location 
designated by the in-country escort in order to confirm their 
types, to read the unique identifiers on them, as well as to 
verify that unique tamper-proof seals have not been damaged on 
the weapons bays of all environmentally-sealed deployed heavy 
bombers. 

4. Except for the three deployed heavy bombers designated for 
further inspection in accordance with the Fourth Agreed 
Statement contained in Part Nine of the Protocol, inspectors 
shall not have the right to inspect the interior portions of 
other heavy bombers located at the storage facility for heavy 
bombers. 

5. In the event that the unique tamper-proof seals on any 
environmentally-sealed deployed heavy bomber have been 
damaged, inspectors shall have the right to inspect by viewing 
the interior of the weapons bay of such a heavy bomber and to 
re-apply unique tamper-proof seals to its weapons bay in 
accordance with the Fourth Agreed Statement contained in Part 
Nine of the Protocol. 

6. For structures within the boundaries of the inspection 
site large enough to contain a heavy bomber, inspectors shall 
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have the right to ascertain whether the structure contains a 
deployed heavy bomber. If a heavy bomber is discovered in 
such a structure, inspectors shall have the right to inspect 
all of the distinguishing features of that heavy bomber. 

Section IV. Inspection Procedures in Order to Confirm That 
Solid-Fueled ICBMs, Solid-Fueled SLBMs, Mobile Launchers of 
ICBMs, and Silo Launchers of ICBMs Have Been Eliminated 

1. For eliminated solid-fueled ICBMs, eliminated solid-fueled 
SLBMs, and eliminated mobile launchers of ICBMs, inspectors 
shall have the right to: 

(a) Confirm the accuracy of declared data on the number, 
types, and, if applicable, variants and versions of eliminated 
solid-fueled ICBMs and solid-fueled SLBMs, eliminated first 
stages of ICBMs and SLBMs, and eliminated mobile launchers of 
ICBMs by viewing and measuring such items in accordance with 
Parts Five and Nine of this Annex and, if applicable, read the 
unique identifiers on eliminated solid-fueled ICBMs and solid
fueled SLBMs and on eliminated first stages of ICBMs and 
SLBMs; and 

(b) View such items in order to confirm that they have 
been eliminated in accordance with Part Three of the Protocol. 

2. For eliminated silo launchers of ICBMs, upon arrival of 
the inspection team at each such silo launcher of ICBMs, 
inspectors shall have the right to: 

(a) Confirm that the silo launcher of ICBMs is the 
declared eliminated silo launcher of ICBMs by comparing its 
geographic coordinates, determined using a satellite system 
receiver and the procedures provided for in Part Five of this 
Annex, with the geographic coordinates provided for that silo 
launcher of ICBMS in accordance with Part Two of the Protocol; 
and 
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(b) After confirmation of coordinates, view the 
eliminated silo launcher of ICBMS from a location designated 
by the in-country escort in order to confirm that it has been 
eliminated in accordance with Part Three of the Protocol. 

Section v. Inspection Procedures for Converted Launchers of 
SLBMs and Converted Heavy Bombers 

1. For a converted launcher of SLBMs, upon arrival of the 
inspection team at a declared converted launcher of SLBMs, the 
in-country escort shall prepare the converted launcher of 
SLBMs for viewing. During the period of preparation for 
viewing, inspectors shall have the right to maintain 
uninterrupted visual contact with the declared converted 
launcher of SLBMs. Inspectors shall, as applicable, have the 
right to: 

(a) View and make measurements of the interior of the 
converted launcher of SLBMs; 

(b) Ascertain the absence of critical components of the 
launcher that are required to launch an SLBM in order to 
confirm that the procedures provided for in Part Three of the 
Protocol have been carried out in full; and 

(c) While confirming that the SLBM launcher has been 
converted, confirm the presence of each of the distinguishing 
features recorded during the initial exhibition conducted in 
accordance with the Ninth Agreed Statement contained in Part 
Nine of the Protocol. 

2. For converted heavy bombers at conversion or elimination 
facilities for heavy bombers, inspectors shall have the right 
to: 

(a) Read the unique identifiers on the converted heavy 
bombers declared during pre-inspection procedures; 
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(b) View such converted heavy bombers in order to confirm 
that they have been converted in accordance with Part Three of 
the Protocol; and 

(c) View such converted heavy bombers and confirm the 
presence of each of the distinguishing features recorded 
during the initial exhibition. 

3. For converted heavy bombers at a formerly declared 
facility at which heavy bombers converted for non-nuclear 
armaments are based, during pre-inspection procedures, a 
member of the in-country escort shall provide to the 
inspection team leader, in writing, information on the number 
of converted heavy bombers located at the base and on their 
location depicted on the inspection site diagram of the 
formerly declared facility and shall provide, in writing, the 
tail number for each converted heavy bomber that corresponds 
to the designator for such heavy bomber depicted on the 
inspection site diagram of the formerly declared facility. 
Inspectors shall have the right to: 

(a) Read the tail number of each converted heavy bomber 
designated for inspection in accordance with the First Agreed 
Statement contained in Part Nine of the Protocol; 

(b) View such designated converted heavy bombers in order 
to confirm that such heavy bombers remain incapable of 
employing nuclear armaments; and 

(c) View such designated converted heavy bombers and 
confirm the presence of each of the distinguishing features 
recorded during the initial exhibition. 
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Part Eight - Exhibition Procedures 

Section I. General Provisions 

Upon receipt of appropriate notifications of the intent to 
conduct an exhibition and of the intent to take part in such 
an exhibition in accordance with Part Four of the Protocol, 
the inspection team shall arrive at the point of entry on the 
territory of the Party conducting the exhibition no more than 
two days and no less than one day in advance of the eY~ibition 
date. 

Section II. Pre-Inspection Procedures for Exhibitions 

1. During pre-inspection procedures for an exhibition, a 
member of the in-country escort shall provide the following 
information: the purpo~e of the exhibition; a list of the 
items to be exhibited, specifying their types, variants, and 
versions, as applicable; the technical data of the items to be 
exhibited and their distinguishing features using photographs 
and drawings, as applicable; procedures for conducting the 
exhibition; and additional information if necessary. 

2. During pre-inspection procedures, a member of the in
country escort shall also provide, if applicable, one 
photograph of each distinguishing feature declared by the 
Party conducting the exhibition for the item to be exhibited. 
During the exhibition, inspectors shall have the right to use 
such photographs to make a comparison with the distinguishing 
features of the item to be exhibited. If during this 
comparison a photograph of a distinguishing feature proves to 
be unsatisfactory, the inspection team leader shall have the 
right to request, through a member of the in-country escort, 
that the inspected Party retake the photograph of the declared 
distinguishing feature. A list of such photographs shall be 
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recorded in the inspection activity report and such 
photographs shall be attached to this report. 

Section III. Exhibition Procedures to Demonstrate 
Distinguishing Features and to Confirm Technical 
Characteristics of Each New Type, Variant, or Version of an 
ICBM, SLBM, ICBM Launcher, and Heavy Bomber Equipped for 
Nuclear Armaments 

1. During an exhibition to demonstrate the distinguishing 
features and to confirm the technical characteristics of each 
new type or variant of an ICBM or SLBM or version of an ICBM 
launcher, as applicable: 

(a) For a new type or variant of an ICBM or SLBM, the 
Party conducting the exhibition shall exhibit the following 
items in accordance with Part Five of this Annex: 

(i) For an ICBM or SLBM that is maintained, stored, 
and transported as an assembled missile in a launch canister, 
a first stage of the ICBM or SLBM, an assembled missile, and a 
launch canister associated with the ICBM or SLBM. In order to 
confirm the technical data of such items, the Party conducting 
the exhibition shall provide inspectors with the opportunity 
to: 

(A) View such items from locations designated by 
the in-country escort in order to confirm each of the declared 
distinguishing features of the exhibited items; and 

(B) Make measurements of the exhibited first 
stage, assembled missile, and launch canister at locations 
designated by a member of the in-country escort in order to 
confirm the technical data provided in the notification in 
accordance with Part Four of the Protocol. 

(ii) For an ICBM or SLBM that is maintained, stored, 
and transported as an assembled missile without a launch 
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canister, an assembled missile. In order to confirm the 
technical data of such an ICBM or SLBM, the Party conducting 
the exhibition shall provide inspectors with the opportunity 
to: 

(A) View such an assembled missile from a 
location designated by the in-country escort in order to 
confirm each of the declared distinguishing features of the 
exhibited ICBM or SLBM; and 

(B) Make measurements of the exhibited assembled 
missile at locations designated by a member of the in-country 
escort in order to confirm the technical data provided in the 
notification in accordance with Part Four of the Protocol. 

(iii) For an ICBM or SLBM that is maintained, stored, 
and transported in stages, a first stage of the ICBM or SLBM, 
the self-contained dispensing mechanism, and an assembled 
missile. The self-contained dispensing mechanism may be 
exhibited separately or assembled with the ICBM or SLBM. In 
order to confirm the technical data of such an ICBM or SLBM, 
the Party conducting the exhibition shall provide inspectors 
with the opportunity to: 

(A) View such items from locations designated by 
the in-country escort in order to confirm each of the declared 
distinguishing features of the exhibited items; and 

(B) Make measurements of the exhibited first 
stage, self-contained dispensing mechanism, and assembled 
missile at locations designated by a member of the in-country 
escort in order to confirm the technical data provided in the 
notification in accordance with Part Four of the Protocol. 

(b) The Party conducting the exhibition in order to 
confirm the technical data of an ICBM for mobile launchers of 
ICBMS may also exhibit the mobile launcher of ICBMS associated 
with that ICBM. 
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(c) Inspectors shall have the right to make measurements 
of each exhibited item at locations designated by a member of 
the in-country escort in accordance with Part Five of this 
Annex in order to confirm the technical data provided in the 
notification in accordance with Part Four of the Protocol. If 
necessary, the in-country escort shall use diagrams or 
drawings for designating points where measurements shall be 
made. 

2. For new types or variants of heavy bombers equipped for 
nuclear armaments, the Party conducting the exhibition shall 
exhibit one such heavy bomber of each type and, if applicable, 
variant and provide inspectors with the opportunity to: 

(a) View the exhibited heavy bomber equipped for nuclear 
armaments from a location designated by the in-country escort; 

(b) Make measurements, if applicable, at locations 
designated by a member of the in-country escort in order to 
confirm the technical data for recognition of heavy bombers 
provided in the notification in accordance with Part Four of 
the Protocol; and 

(c) View, confirm, and record each of the declared 
distinguishing features of such a heavy bomber, if applicable. 

3. At the request of the inspection team leader, a member of 
the in-country escort shall photograph each exhibited item in 
order to obtain three photographs of each such item that 
satisfy the requirements provided for in Part Five of this 
Annex. A member of the in-country escort shall provide one 
copy of each such photograph to the inspection team leader 
prior to the completion of the exhibition. 

4. Inspectors shall make measurements in accordance with Part 
Five of this Annex. 

5. As applicable, distinguishing features, technical data, 
and measurements of each item for which an exhibition was 
conducted shall be recorded in the inspection activity report. 
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Section IV. Exhibition Procedures to Demonstrate the Results 
of Conversion of the First Item of any Type of ICBM Launcher, 
SLBM Launcher, or Heavy Bomber Equipped for Nuclear Armaments 

1. The in-country escort, using the information provided 
during pre-inspection procedures, shall demonstrate the 
results of the conversion in order to confirm that the 
procedures provided for in Part Three of the Protocol have 
been carried out in full. 

2. During such exhibitions, inspectors shall have the right 
to: 

(a) View the exhibited converted item and, if applicable, 
an exhibited item of the same type that has not been 
converted, from a location designated by the in-country escort 
in order to confirm each of the declared distinguishing 
features which distinguish the converted item from an item 
that has not been converted; and 

(b) If applicable, make measurements of the 
distinguishing features at locations designated by a member of 
the in-country escort. 

Section V. Other Exhibitions to be Conducted in Accordance 
with Part Nine of the Protocol 

Other exhibitions referred to in the First, Second, 
Fourth, Seventh, and Ninth Agreed Statements contained in Part 
Nine of the Protocol shall be conducted in accordance with 
this Part and with the procedures provided for in Part Nine of 
the Protocol. 
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Part Nine - Inspection Procedures for Items of Inspection, 
Objects, Covered Objects, Containers, Vehicles, and Structures 

During Type One and Type Two Inspections 

1. Inspectors shall have the right, within the boundaries of 
the inspection site depicted on the inspection site diagram, 
to confirm the accuracy of declared data on the number, types 
and, if applicable, variants or versions of items of 
inspection subject to Type One or Type Two inspections in 
accordance with Part Five of the Protocol. 

2. For the purposes of this Part, the term "item of 
inspection" means an item specified in paragraph 10 of Section 
V of Part Five of the Protocol. 

3. During the conduct of inspection procedures provided for 
in Part Five of the Protocol, as well as in Parts Six and 
Seven of this Annex, inspectors shall use the following agreed 
size criteria to determine whether objects, covered objects, 
containers, vehicles, and structures are large enough to 
contain or to be an item of inspection: 

(a) For ICBM bases, ICBM loading facilities, storage 
facilities for ICBMs, storage facilities for mobile launchers 
of ICBMs, repair facilities for ICBMs, repair facilities for 
mobile launchers of ICBMS, test ranges from which launches of 
ICBMs are conducted, training facilities associated with ICBMS 
and their launchers, and formerly declared facilities 
associated with ICBMs and their launchers: 

(i) For inspections in the United States of America: 

(A) Length (meters): 7.0 

(B) Diameter (meters): 1.68 

(ii) For inspections in the Russian Federation: 
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(A) Length (meters): 19.5 

(B) Diameter (meters): 1.95 

(b) For submarine bases, SLBM loading facilities, storage 
facilities for SLBMs, repair facilities for SLBMs, test ranges 
from which launches of SLBMs are conducted, training 
facilities associated with SLBMs and their launchers, and 
formerly declared facilities associated with SLBMs and their 
launchers: 

(i) For inspections in the Russian Federation: 

(A) Length (meters): 12.1 

(B) Diameter (meters): 1.80 

(ii) For inspections in the United States of America: 

(A) Length (meters): 7.0 

(B) Diameter (meters}: 2.1 

(c) For air bases and storage facilities for heavy 
bombers: 

(i) For inspections in the United States of America: 

(A) Length (meters): 20.0 

(B) Width (meters): 41.0 

(C) Height (meters): 5.0 

(ii) For inspections in the Russian Federation: 

(A) Length (meters): 49.0 

(B) Width (meters): 50.0 

(C) Height (meters): 13.0 
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{d) The size criteria specified in subparagraphs {a), 
(b), and {c) of this paragraph shall be derived using data for 
ICBMS, SLBMs, and heavy bombers existing as of the date of 
signature of the Treaty. In the event that a new type of 
ICBM, SLBM, or heavy bomber is deployed or in the event that 
any type of ICBM, SLBM, or heavy bomber is retired, these size 
criteria shall be changed, if necessary. The Parties shall 
propose any changes to the size criteria using data for the 
smallest ICBM, SLBM, or heavy bomber declared by the Parties 
and provided in accordance with Part Two of the Protocol. 

4. For the purposes of this Part, the phrase "large enough to 
contain an item of inspection" or "large enough to be an item 
of inspection" means that each of the linear dimensions of the 
length, width, height, and diameter, as applicable, of an 
object, covered object, container, vehicle, or structure is no 
less than 97 percent of the corresponding linear dimensions of 
the size criteria specified in paragraph 3 of this Part. 

5. In conducting Type One and Type Two inspections in 
accordance with Part Five of the Protocol, inspectors shall 
have the right, within the boundaries of the inspection site, 
to apply procedures of this Part to covered objects, 
containers, vehicles, and structures that are large enough to 
contain or to be an item of inspection, in order to determine 
the presence of an item of inspection in them. 

6. For an item of inspection that is located outside a 
container and is not covered, inspectors shall have the right 
to confirm whether such an item is an item of inspection by 
viewing and making measurements of its external dimensions at 
locations designated by a member of the in-country escort. 

7. For covered objects and containers, inspectors shall have 
the right to: 

{a) If an object is covered or located in a container, 
view and make measurements of the dimensions of such a covered 
object or container to determine whether it is large enough to 
contain or to be an item of inspection by comparing its 
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dimensions to 97 percent of the applicable size criteria 
specified in paragraph 3 of this Part; 

(b) If a covered object or container is determined to be 
large enough to contain or to be an item of inspection, view 
and make measurements of such an object after the in-country 
escort has partially uncovered it or view and make 
measurements of the object within a container to determine 
whether such an object is an item of inspection; and 

(c) If, upon completion of the procedures specified in 
subparagraphs (a) and (b) of this paragraph, inspectors are 
unable to determine whether the object is an item of 
inspection, view the object and make measurements of its 
external dimensions at locations designated by a member of the 
in-country escort after the in-country escort has fully 
uncovered the object or removed it from the container. 

8. For a container known as a "loading tuben that is declared 
by the inspected Party to contain an SLBM of an existing type: 

(a) The inspection team leader shall have the right to 
request the removal of an access hatch in the middle of the 
loading tube in addition to the two normally removed hatches 
located on the ends of the loading tube, on no more than two 
such loading tubes designated for inspection during each 
inspection. 

(b) Inspectors shall have the right to use additional 
reference material provided by a member of the in-country 
escort together with indirect measurements of the first stage 
of the SLBM to confirm the type of SLBM declared to be 
contained within the loading tube. 

(c) If, by means of external measurements of the loading 
tube and indirect measurements of the SLBM declared to be 
contained within the loading tube, as well as by additional 
means of identification, inspectors determine that the first 
stage of the SLBM is the first stage of an SLBM of the 
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declared type, the loading tube and the SLBM therein shall not 
be subject to further inspection. 

(d) The inspection team leader shall have the right to 
request the removal of one SLBM designated for inspection from 
its loading tube no more than once each year in order to 
confirm the declared type of such an SLBM. 

9. For objects that may be inside a vehicle or structure, 
inspectors shall have the right to: 

(a) View and make measurements of the dimensions of any 
access to the vehicle or structure to determine whether such 
access is 97 percent or more of the diameter, width or height 
of the applicable size criteria specified in paragraph 3 of 
this Part. 

(b) If such access is determined to be large enough to 
allow access, view and make measurements of the external 
dimensions of the vehicle or structure to determine whether 
such a vehicle or structure is large enough to contain an item 
of inspection by comparing such dimensions to 97 percent of 
the applicable size criteria specified in paragraph 3 of this 
Part. 

(c) If the vehicle or structure is determined to be large 
enough to contain an item of inspection, inspect the interior 
of the vehicle or structure to determine the presence of an 
item of inspection in it. 

(d) View and make measurements of the dimensions of any 
access to a partitioned or enclosed space within the vehicle 
or structure in accordance with subparagraph (a) of this 
paragraph and, if such access is determined to be large enough 
to allow access, inspect the interior of the partitioned or 
enclosed space to determine the presence of an item of 
inspection in it. 

(e) For an object discovered inside a vehicle, structure 
or partitioned or enclosed space within such a vehicle or 



-90-

structure, inspect it in accordance with paragraph 6 of this 
Part. 

10. If, by viewing or measuring, inspectors confirm that an 
object or covered object is not an item of inspection or 
confirm that a container, vehicle, or structure does not 
contain an item of inspection, such an object, covered object, 
container, vehicle, or structure shall not be subject to 
further inspection. 

11. For items of inspection located within the boundaries of 
the inspection site depicted on the inspection site diagram 
that are subject to inspection in accordance with Part Five of 
the Protocol, inspectors shall have the right, from a location 
designated by the in-country escort, to view such items and to 
make measurements of the dimensions at locations designated by 
a member of the in-country escort, in order to confirm that 
these items are items of inspection of the declared type and 
that their dimensions correspond to the technical data 
provided in accordance with Part Two of the Protocol. Upon 
completion of the viewing and measuring, such items shall not 
be subject to further inspection. 

12. Inspectors shall have the right to use indirect 
measurement procedures, including the measurement of the 
distance between points designated by a member of the in
country escort on the item or container or in a vehicle 
containing such an item. 

13. Inspectors shall have the right to request through a 
member of the in-country escort that the inspected Party 
provide additional equipment to make measurements in 
accordance with this Part. 

14. Inspectors shall have the right to request through a 
member of the in-country escort that the inspected Party 
photograph an object, covered object, container, vehicle, or 
structure located within the boundaries of the inspection 
site, for which questions or ambiguities remain between the 
inspection team leader and a member of the in-country escort. 
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Such photographs shall be included in the inspection activity 
report. Any unresolved issues shall be discussed within the 
framework of the BCC. 



ANNEX ON NOTIFICATIONS TO THE PROTOCOL TO THE TREATY BETWEEN 
THE UNITED STATES OF AMERICA 

AND THE RUSSIAN FEDERATION ON MEASURES FOR THE 
FURTHER REDUCTION AND LIMITATION OF STRATEGIC OFFENSIVE ARMS 

Section I. General Provisions 

1. Notifications provided in accordance with Part Four of the 
Protocol shall be provided in standard formats contained in 
this Annex. Data fields shall be filled in unless marked with 
the phrase "If Applicable." For notification formats in which 
paragraph 3 provides for multiple content options, only the 
applicable content option shall be filled in; inapplicable 
options in paragraph 3 may be left blank. 

2. A notification shall include the following elements: 

(a) Identification data of notification: 

ANC(RNC) /SOA YY-XXXX/F#, where ANC or RNC is the 
identification code of the Party; 

SOA - prefix indicating the connection between the 
notification and the Treaty; 

YY - a numeral from 01 to 99 indicating the calendar 
year of provision of notification; 

xxxx- a numeral from 01 to 9999 indicating the number 
in sequential order of the notification in the current year; 

F# - notification format number. 

(b) The "REFERENCE(S)" field shall be filled in if 
changes in data are associated with previous events for which 
a notification was provided. In this connection, the 
identification data of such a notification shall be indicated 
as follows: ANC(RNC)/SOA YY-XXXX/F#. 
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(c) If, in a notification, it is necessary to indicate 
the number of items, it shall be indicated using the symbols 
(- I +) XXX, where XXX is a numeral from 01 to 999 indicating 
the number of items. The symbols (- I +) before the numeral 
XXX shall indicate a decrease or increase in the number of 
items. 

3. If, in a notification, it is necessary to indicate the 
location of an item or facility, it shall be indicated by 
using the name and geographic coordinates of the item or 
facility. When providing notification of heavy bomber 
movements outside national territory, the Parties shall use 
the following list of geographic regions: 

A. Territory of the Parties 

B. North America 

c. South America 

D. Northern Europe 

E. Southern Europe 

F. Africa 

G. Central Asia 

H. East Asia 

I. South Asia 

J. Oceania 

4. A notification may contain additional information to 
clarify its content. Such information shall be provided in 
the "REMARKS" field. 

s. If information provided in a notification is unclear, the 
receiving Party shall address the ambiguity by providing 
notification thereof in accordance with paragraph 4 of Section 
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VII of Part Four of the Protocol. The Party receiving such a 
notification shall provide clarifications on such an ambiguity 
in accordance with paragraph 5 of Section VII of Part Four of 
the Protocol. 

6. If one Party determines that no format exists to convey 
specific information, that Party may provide notification in 
accordance with paragraph 6 of Section VII of Part Four of the 
Protocol, or may raise the issue within the framework of the 
BCC. 
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Section II. Notification Formats To Be Provided in Accordance 
with Section II of Part Four of the Protocol 

1. Format Number 2 (Notification to be provided in accordance 
with paragraph 2 of Section II of Part Four of the Protocol.) 

NOTIFICATION CONTAINING UPDATED DATA FOR EACH CATEGORY OF DATA 
CONTAINED IN PART TWO OF THE PROTOCOL 

1. ANC(RNC)/SOA YY-XXXX/2 

2 . REFERENCE ( S) : 

3. CONTENT 

(Information Provided Using Categories of Data Contained in 
Part Two of the Protocol) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/2 
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2. Format Number 3 (Notification, to be provided in accordance 
with paragraph 3 of Section II of Part Four of the Protocol.) 

NOTIFICATION OF EACH CHANGE IN DATA FOR EACH CATEGORY OF DATA 
CONTAINED IN PART TWO OF THE PROTOCOL 

1. ANC(RNC) /SOA YY-XXXX/3 

2. REFERENCE(S): 

3. CONTENT 

A. DATA CHANGE 

1) TYPE, CATEGORY (AND VARIANT OR VERSION IF 
APPLICABLE) OF ITEM(S): 

2) LOCATION OF CHANGE 

a) NAME AND COORDINATES: (Name/Coordinates) 

b) SUBMARINE NAME: (If Applicable) 

c) DESIGNATION OF LAUNCHER AND COORDINATES: (If 
Applicable) 

3) UNIQUE IDENTIFIER(S) OF ITEM(S) 

a) DEPLOYED 

(1) XXX 
(2) XXX 

b) NON-DEPLOYED 

(1) XXX 
(2) XXX 
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4) CHANGE IN NUMBER OF ITEMS, TOTAL NUMBER OF ITEMS 
AFTER CHANGE: 

5) FACILITY CHANGED: (If Applicable) 
(Name/Coordinates) 

6) DATE OF CHANGE: DD-MMM-YYYY 

B. DATA CHANGE 

1) TYPE, CATEGORY (AND VARIANT OR VERSION IF 
APPLICABLE) OF ITEM(S): 

2) LOCATION OF CHANGE 

a) NAME AND COORDINATES: (Name/Coordinates) 

b) SUBMARINE NAME: (If Applicable) 

c) DESIGNATION OF LAUNCHER AND COORDINATES: (If 
Applicable) 

3) UNIQUE IDENTIFIER(S) OF ITEM(S) 

a) DEPLOYED 

(1) XXX 
(2) XXX 

b) NON- DEPLOYED 

(1) XXX 
(2) XXX 

4) CHANGE IN NUMBER OF ITEMS, TOTAL NUMBER OF ITEMS 
AFTER CHANGE: 

5) FACILITY CHANGED: (If Applicable) 
(Name/Coordinates) 

6) DATE OF CHANGE: DD-MMM-YYYY 
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4. REMARKS: (Reason for Change, If Necessary) 

5. END OF ANC(RNC)/SOA YY-XXXX/3 
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3. Format Number 4 (Notification to be provided in accordance 
with paragraph 4 of Section II of Part Four of the Protocol.) 

NOTIFICATION OF ARRIVAL OF THE FIRST PROTOTYPE ICBM OR 
PROTOTYPE SLBM OF A NEW TYPE AT A DECLARED FACILITY 

1. ANC(RNC)/SOA YY-XXXX/4 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE OF PROTOTYPE ICBM OR PROTOTYPE SLBM: 

B. TECHNICAL DATA OF PROTOTYPE ICBM OR PROTOTYPE SLBM 

1) OF THE ASSEMBLED PROTOTYPE 

a) LENGTH: XX.XX M 

b) DIAMETER: XX.XX M 

c) OTHER TECHNICAL DATA: (If Applicable) 

2) OF THE FIRST STAGE OF THE PROTOTYPE 

a) LENGTH: XX. XX M 

b) DIAMETER: XX.XX M 

c) OTHER TECHNICAL DATA: (If Applicable) 

C. UNIQUE IDENTIFIER: 

D. LOCATION: (Name/Coordinates) 

E. DATE OF CHANGE: DD-MMM-YYYY 
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4. REMARKS: (Statement of Emergence of a Prototype) 

5. END OF ANC(RNC)/SOA YY-XXXX/4 
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4. Format Number 5 (Notification to be provided in accordance 
with paragraph 5 of section II of Part Four of the Protocol.) 

NOTIFICATION OF DECLARATION OF AN ICBM OR SLBM OF A NEW TYPE 

l. ANC (RNC) /SOA YY-XXXX/5 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE OF ICBM OR SLBM: 

B. ICBM OR SLBM TECHNICAL DATA BY CATEGORIES OF DATA 
PROVIDED FOR IN SECTION VII OF PART TWO OF THE PROTOCOL: 

C. EXHIBITION LOCATION: (Name/Coordinates) 

D. EXHBITION DATE: DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/5 
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5. Format Number 6 (Notification to be provided in accordance 
with paragraph 6 of Section II of Part Four of the Protocol.) 

NOTIFICATION OF CESSATION OF DEVELOPMENT OF A PROTOTYPE ICBM 
OR PROTOTYPE SLBM OF A NEW TYPE 

1. ANC (RNC) /SOA YY-XXXX/6 

2. · REFERENCE (S): 

3. CONTENT 

A. TYPE OF PROTOTYPE ICBM OR PROTOTYPE SLBM: 

B. DATE OF THE DECISION TO CEASE DEVELOPMENT: DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/6 
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6. Format Number 7 (Notification to be provided in accordance 
with paragraph 7 of Section II of Part Four of the Protocol.) 

NOTIFICATION OF TRANSFER OF ITEMS TO OR FROM A THIRD STATE 

1. ANC (RNC) /SOA YY-XXXX/7 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE, CATEGORY (AND VARIANT OR VERSION, IF APPLICABLE) 
OF ITEM: 

8 . NUMBER OF ITEMS : XXXX 

C. UNIQUE IDENTIFIER ( S) 

1) XXX 
2) XXX 

D. DATE OF TRANSFER: DD-MMM-YYYY 

E. TRANSFER LOCATION: (Name/Coordinates) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/7 
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7. Format Number 8 {Notification to be provided in accordance 
with paragraph 8 of Section II of Part Four of the Protocol.) 

NOTIFICATION CONCERNING A NEW KIND OF STRATEGIC OFFENSIVE ARM 

1. ANC{RNC)/SOA YY-XXXX/8 

2. REFERENCE{S): 

3. CONTENT 

A. QUESTIONS CONCERNING THE EMERGENCE OF A NEW KIND OF 
STRATEGIC OFFENSIVE ARM: 

B. CLARIFICATION CONCERNING THE EMERGENCE OF A NEW KIND OF 
STRATEGIC OFFENSIVE ARM: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/8 
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Section III. Notification Formats To Be Provided in 
Accordance with Section III of Part Four of the Protocol 

1. Format Number 9 (Notification to be provided in accordance 
with paragraph 1 of Section III of Part Four of the Protocol.) 

NOTIFICATION OF EXIT OF SOLID-FUELED ICBMS OR SOLID-FUELED 
SLBMS FROM A PRODUCTION FACILITY 

1. ANC(RNC) /SOA YY-XXXX/9 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE (AND VARIANT, IF APPLICABLE) OF ICBM OR SLBM: 

B . NUMBER OF ITEMS : XXXX 

C. UNIQUE IDENTIFIER(S) 

1) XXX 
2) XXX 

D. PRODUCTION FACILITY: (Name/Coordinates) 

E. DATE OF EXIT: DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/9 



-15-

2. Format Number 10 (Notification to be provided in 
accordance with paragraph 2 of Section III of Part Four of the 
Protocol.) 

NOTIFICATION OF MOVEMENT OF ICBMS TO OR FROM A TEST RANGE 
LOCATED OUTSIDE A PARTY'S NATIONAL TERRITORY, WHICH WAS USED 
BY THE PARTY FOR CONDUCTING LAUNCHES OF ICBMS BETWEEN DECEMBER 
5, 1994 AND DECEMBER 4, 2009 

1. ANC (RNC) /SOA YY-XXXX/10 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE (AND VARIANT, IF APPLICABLE) OF ITEM: 

B . NUMBER OF ITEMS : XXXX 

C. UNIQUE IDENTIFIER(S) 

1) XXX 
2) XXX 

D. DATE OF MOVEMENT: DD-MMM-YYYY 

E. FACILITY AT WHICH THE ITEM IS ACCOUNTED FOR: 
(Name/Coordinates} 

F. DATE OF RETURN: (If Applicable} DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC}/SOA YY-XXXX/10 
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3. Format Number 11 (Notification to be provided in 
accordance with paragraph 3 of Section III of Part Four of the 
Protocol.) 

NOTIFICATION OF VISIT OF A HEAVY BOMBER OF A TYPE SUBJECT TO 
THE TREATY TO A SPECIFIC LOCATION OR A GEOGRAPHIC REGION WHEN 
VISIT EXCEEDS 24 HOURS 

1. ANC(RNC) /SOA YY-XXXX/11 

2 . REFERENCE ( S) : 

3. CONTENT 

A. HEAVY BOMBER TYPE, CATEGORY (AND VARIANT, IF 
APPLICABLE): 

B. NUMBER OF HEAVY BOMBERS: XXXX 

C. UNIQUE IDENTIFIER(S) 

1) XXX 
2) XXX 

D. DATE AND TIME OF ARRIVAL: DD-MMM-YYYY HH:MM 

E. FACILITY AT WHICH BASED: (Name/Coordinates) 

F. LOCATION OR GEOGRAPHIC REGION VISITING: 
(Name/Coordinates or Geographic Region) 

4. REMARKS: 

5. END OF ANC(RNC) /SOA YY-XXXX/11 
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4. Format Number 12 (Notification to be provided in 
accordance with paragraph 4 of Section III of Part Four of the 
Protocol.) 

NOTIFICATION OF CONCLUSION OF A VISIT OF A HEAVY BOMBER OF A 
TYPE SUBJECT TO THE TREATY 

1. ANC(RNC) /SOA YY-XXXX/12 

2. REFERENCE{S): 

3. CONTENT 

A. HEAVY BOMBER TYPE, CATEGORY (AND VARIANT, IF 
APPLICABLE) : 

B. NUMBER OF HEAVY BOMBERS: XXXX 

C. UNIQUE IDENTIFIER{S) 

1) XXX 
2) XXX 

D. DATE AND TIME OF DEPARTURE: DD-MMM-YYYY HH:MM 

E. FACILITY AT WHICH BASED: {Name/Coordinates) 

F. LOCATION OR GEOGRAPHIC REGION VISITED: 
(Name/Coordinates or Geographic Region) 

4. REMARKS: 

5. END OF ANC{RNC)/SOA YY-XXXX/12 
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5. Format Number 13 (Notification to be provided in 
accordance with paragraph 5 of Section III of Part Four of the 
Protocol.) 

NOTIFICATION OF BEGINNING OF A MAJOR STRATEGIC EXERCISE 
INVOLVING HEAVY BOMBERS 

1. ANC(RNC) /SOA YY-XXXX/13 

2. REFERENCE(S): 

3. CONTENT 

A. AIR BASES FOR HEAVY BOMBERS INVOLVED IN EXERCISE 

1) (Name/Coordinates) 
2) {Name/Coordinates) 

B. BEGINNING DATE AND TIME OF EXERCISE: DD-MMM-YYYY 
HH:MM 

4. REMARKS: 

5. END OF ANC (RNC) /SOA YY-XXXX/13 
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6. Format Number 14 (Notification to be provided in 
accordance with paragraph 6 of Section III of Part Four of the 
Protocol.) 

NOTIFICATION OF COMPLETION OF A MAJOR STRATEGIC EXERCISE 
INVOLVING HEAVY BOMBERS 

1. ANC (RNC) /SOA YY-XXXX/14 

2. REFERENCE (S): 

3. CONTENT 

A. DATE AND TIME OF COMPLETION: DD-MMM-YYYY HH:MM 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/14 
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Section IV. Notification Formats To Be Provided in Accordance 
with Section IV of Part Four of the Protocol 

1. Format Number 15 (Notification to be provided in 
accordance with paragraph 1 of Section IV of Part Four of the 
Protocol.) 

NOTIFICATION OF LAUNCH OF AN ICBM OR SLBM 

1. ANC(RNC)/SOA YY-XXXX/15 

2 . REFERENCE ( S) : 

3. CONTENT 

A. PLANNED DATE OF LAUNCH: DD-MMM-YYYY 

B. LAUNCH AREA: (Name) 

C. REENTRY VEHICLE IMPACT AREA: (Yes/No) 
(If Yes, provide details) 

1) DD-MMD, DDD-MMD 
2) DD-MMD, DDD-MMD 
3) DD-MMD, DDD-MMD 
4) DD-MMD, DDD-MMD 

- OR -

1) A CIRCLE HAVING A RADIUS OF: XXXX. X KM; AND 
2) THE CENTER HAVING COORDINATES: DD-MMD, DDD-MMD 

D. SINGLE LAUNCH/MORE THAN ONE LAUNCH: 

E. TELEMETRY BROADCAST FREQUENCIES (MHZ) (If Applicable) 
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FREQUENCY MODULATION TYPE 

1) xxxxx 
2) xxxxx 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/15 



-22-

2. Format Number 16 (Notification to be provided in 
accordance with paragraph 2 of Section IV of Part Four of the 
Protocol.) 

NOTIFICATION OF INCOMPLETENESS OR INSUFFICIENT QUALITY OF 
RECORDING MEDIA PROVIDED, TELEMETRIC INFORMATION RECORDED ON 
IT, OR INTERPRETIVE DATA 

1. ANC(RNC)/SOA YY-XXXX/16 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE OF ICBM OR SLBM: 

B. DATE OF LAUNCH: DD-MMM-YYYY 

C. RECORDING MEDIUM NUMBER: 

D. TIME INTERVALS DURING WHICH INCOMPLETE OR INSUFFICIENT 
QUALITY RECORDINGS OF TELEMETRIC INFORMATION WERE 
RECEIVED 

1) 
2) 

E. DESCRIPTION OF PROBLEMS THAT AROSE DURING PROCESSING OF 
INFORMATION PROVIDED: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/16 
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3. Format Number 17 (Notification to be provided in 
accordance with paragraph 3 of Section IV of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING EXPLANATION OF INCOMPLETENESS OR 
INSUFFICIENT QUALITY OF TELEMETRIC INFORMATION RECORDING MEDIA 
PROVIDED, TELEMETRIC INFORMATION RECORDED ON IT, OR 
INTERPRETIVE DATA 

1. ANC(RNC) /SOA YY-XXXX/17 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE OF ICBM OR SLBM: 

B. DATE OF LAUNCH: DD-MMM-YYYY 

C. RECORDING MEDIUM NUMBER: 

D. EXPLANATION OF INCOMPLETENESS OR INSUFFICIENT QUALITY 
OF TELEMETRIC INFORMATION RECORDING MEDIA PROVIDED, 
TELEMETRIC INFORMATION RECORDED ON IT, OR INTERPRETIVE 
DATA 

1) 
2) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/17 
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4. Format Number lB (Notification to be provided in 
accordance with paragraph 4 of Section IV of Part Four of the 
Protocol.) 

NOTIFICATION OF PROPOSED DATE AND LOCATION OF DEMONSTRATION OF 
TELEMETRIC INFORMATION RECORDING MEDIA AND/OR TELEMETRIC 
INFORMATION PLAYBACK EQUIPMENT 

1. ANC(RNC)/SOA YY-XXXX/18 

2. REFERENCE (S): 

3. CONTENT 

A. PROPOSED DATE OF DEMONSTRATION: DD-MMM-YYYY 

B. PROPOSED LOCATION OF DEMONSTRATION: (Name) 

c. POINT OF ENTRY: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/18 
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5. Format Number 19 (Notification to be provided in 
accordance with paragraph 5 of Section IV of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING A REQUEST TO ACQUIRE TELEMETRIC 
INFORMATION PLAYBACK EQUIPMENT OR SPARE PARTS, OR RESPONSE TO 
SUCH A REQUEST 

1. ANC(RNC)/SOA YY-XXXX/19 

2 . REFERENCE ( S) : 

3. CONTENT 

A. FOR A REQUEST: (Yes/No) 
(If Yes, provide details) 

1) NAME OF EQUIPMENT OR SPARE PART: (Description) 

2) SPARE PART IDENTIFICATION NUMBER: (If Applicable) 

3) NECESSARY QUANTITY: XXX 

B. FOR A RESPONSE: (Yes/No) 
(If Yes, provide details) 

1) ESTIMATED DELIVERY DATE OF EQUIPMENT/SPARE PARTS: 
DD-MMM-YYYY 

2) APPROXIMATE COST OF EQUIPMENT/SPARE PARTS: 

3) SIZE AND WEIGHT OF EQUIPMENT/SPARE PARTS: 

C. AGREEMENT TO ACQUIRE EQUIPMENT/SPARE PARTS: (Yes/No) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/19 
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6. Format Number 20 (Notification to be provided in 
accordance with paragraph 6 of Section IV of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING A REQUEST FOR MAINTENANCE OR TRAINING 
IN THE OPERATION AND MAINTENANCE OF TELEMETRIC INFORMATION 
PLAYBACK EQUIPMENT OR RESPONSE TO SUCH A REQUEST 

1. ANC (RNC) /SOA YY-XXXX/20 

2 . REFERENCE ( S) : 

3. CONTENT 

A. FOR A REQUEST FOR TRAINING: (Yes/No) 
(If Yes, provide details) 

1) REQUEST FOR TRAINING: (Specify equipment for which 
training is required) 

2) NUMBER OF TRAINEE TEAM MEMBERS : XX 

3) GROUP CONSISTS OF XX MALES AND XX FEMALES 

4) PROPOSED DATE FOR START OF TRAINING: DD-MMM-YYYY 

B. FOR A REQUEST FOR MAINTENANCE: (Yes/No) 
(If Yes, provide details) 

1) REQUEST FOR MAINTENANCE: (Specify equipment for 
which maintenance is required and extent of 
maintenance) 

2) PROPOSED DATE FOR INITIATION OF MAINTENANCE: DD
MMM-YYYY 

3) LOCATION OF MAINTENANCE: (Name) 
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C. FOR A RESPONSE ON TRAINING: (Yes/No) 
(If Yes, provide details) 

1) PROPOSED POINT OF ENTRY: 

2) PROPOSED DATE OF ARRIVAL: DD-MMM-YYYY 

3) PROPOSED DATE FOR BEGINNING OF TRAINING: DD-MMM
yyyy 

4) DURATION OF TRAINING: XX DAYS 

5) LOCATION OF TRAINING: (Name) 

6) APPROXIMATE COST OF TRAINING: 

D. FOR A RESPONSE ON MAINTENANCE: (Yes/No) 
(If Yes, provide details) 

1) PROPOSED DATE OF ARRIVAL: DD-MMM-YYYY 

2) DURATION OF MAINTENANCE: XX DAYS 

3) APPROXIMATE COST OF MAINTENANCE: 

E. ACCEPT TRAINING OR MAINTENANCE: (Yes/No) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/20 
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Section V. Notification Formats To Be Provided in Accordance 
with Section v of Part Four of the Protocol 

1. Format Number 21 (Notification to be provided in 
accordance with subparagraph 1(a) of Section V of Part Four of 
the Protocol.) 

NOTIFICATION OF INTENT TO CARRY OUT CONVERSION OR ELIMINATION 

1. ANC (RNC) /SOA YY-XXXX/21 

2. REFERENCE(S): 

3. CONTENT 

A. TYPE OF PROCESS: (Conversion or Elimination) 

B. TYPE, CATEGORY (AND VARIANT OR VERSION, IF APPLICABLE) 
OF ITEMS: 

C . NUMBER OF ITEMS : XX 

D. UNIQUE IDENTIFIER(S) 

1) XXX 
2) XXX 

E. PROCESS LOCATION: (Name/Coordinates) 

F. DATE OF SCHEDULED INITIATION: DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/21 
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2. Format Number 22 (Notification to be provided in 
accordance with subparagraph l(b) of Section V of Part Four of 
the Protocol . ) 

NOTIFICATION OF INITIATION OF CONVERSION OR ELIMINATION 

l. ANC (RNC) /SOA YY-XXXX/22 

2. REFERENCE(S): 

3. CONTENT 

A. TYPE OF PROCESS: (Conversion or Elimination) 

B. TYPE, CATEGORY (AND VARIANT OR VERSION, IF APPLICABLE) 
OF ITEMS: 

c. NUMBER OF ITEMS: XX 

D. UNIQUE IDENTIFIER(S) 

l) XXX 
2) XXX 

E. PROCESS LOCATION: (Name/Coordinates} 

F. DATE OF INITIATION: DD-MMM-YYYY 

G. CONVERSION OR ELIMINATION PROCEDURES: 

4. REMARKS: 

5. END OF ANC(RNC}/SOA YY-XXXX/22 
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3. Format Number 23 (Notification to be provided in 
accordance with subparagraph 1(c) of Section V of Part Four of 
the Protocol. ) 

NOTIFICATION OF COMPLETION OF CONVERSION OR ELIMINATION 
PROCEDURES 

1. ANC(RNC)/SOA YY-XXXX/23 

2. REFERENCE(S): 

3. CONTENT 

A. TYPE OF PROCESS: (Conversion or Elimination) 

B. TYPE, CATEGORY (AND VARIANT OR VERSION, IF APPLICABLE) 
OF ITEMS: 

C. NUMBER OF ITEMS: XX 

D. UNIQUE IDENTIFIER(S) 

1) XXX 
2) XXX 

E. PROCESS LOCATION: (Name/Coordinates) 

F. DATE OF COMPLETION: DD-MMM-YYYY 

G. VIEWING SITE COORDINATES: (If Applicable) DD-MMD, DDD
MMD 

H. INFORMATION ABOUT BEGINNING, CONTINUATION, OR 
COMPLETION OF ACCUMULATION OF ITEMS: (If Applicable) 

I. NUMBER OF ACCUMULATED ITEMS: (If Applicable) XX 
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4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/23 
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4. Format Number 24 (Notification to be provided in 
accordance with paragraph 2 of Section V of Part Four of the 
Protocol.) 

NOTIFICATION OF ANNUAL PLAN FOR CONVERSION OR ELIMINATION 

1. ANC (RNC) /SOA YY-XXXX/24 

2 . REFERENCE ( S) : 

3. CONTENT 

A. TYPE, CATEGORY (AND VARIANT OR VERSION, IF APPLICABLE) 
OF ITEMS: 

1) NUMBER OF ITEMS : XXX 
2) PROCESS: (Conversion or Elimination) 

B. TYPE, CATEGORY (AND VARIANT OR VERSION, IF APPLICABLE) 
OF ITEMS: 

1) NUMBER OF ITEMS: XXX 
2) PROCESS: (Conversion or Elimination) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/24 
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Section VI. Notification Formats To Be Provided in Accordance 
with Section VI of Part Four of the Protocol 

1. Format Number 25 (Notification to be provided in 
accordance with paragraph 1 of Section VI of Part Four of the 
Protocol. l 

NOTIFICATION OF STANDING DIPLOMATIC CLEARANCE NUMBER FOR 
INSPECTION AIRPLANES 

1. ANC(RNC)/SOA YY-XXXX/25 

2. REFERENCE(S): 

3. CONTENT 

A. STANDING DIPLOMATIC CLEARANCE NUMBER: 

B. CALENDAR YEAR: YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/25 
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2. Format Number 26 (Notification to be provided in 
accordance with paragraph 2 of Section VI of Part Four of the 
Protocol.} 

NOTIFICATION CONTAINING FLIGHT PLAN FOR AN INSPECTION AIRPLANE 

1. ANC (RNC} / SOA YY-XXXX/26 

2. REFERENCE(S}: 

3. CONTENT 

A. TYPE OF AIRPLANE: 

B. LAST AIRFIELD PRIOR TO ENTERING AIRSPACE OF INSPECTED 
PARTY: 

C. SCHEDULED DEPARTURE TIME FROM THAT AIRFIELD: DD-MMM
yyyy HH:MM 

D. POINT OF ENTRY: 

E. CALL SIGN: START - XXX 

F. FLIGHT PLAN 

1} ROUTE: 

2} STANDING DIPLOMATIC CLEARANCE NUMBER: 

3} ESTIMATED TIME OF ARRIVAL: DD-MMM-YYYY HH:MM 

G. INSPECTION AIRPLANE. PRIORITY CLEARANCE PROCESSING 
REQUIRED. 

4. REMARKS: 

5. END OF ANC(RNC}/SOA YY-XXXX/26 
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3. Format Number 27 (Notification to be provided in 
accordance with paragraph 3 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF FLIGHT PLAN APPROVAL FOR AN INSPECTION 
AIRPLANE 

1. ANC (RNC) /SOA YY-XXXX/27 

2. REFERENCE(S): 

3. CONTENT 

A. APPROVED FLIGHT PLAN 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/27 



-36-

4. Format Number 28 (Notification to be provided in 
accordance with paragraph 4 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF CHANGE TO A FLIGHT ROUTE 

l. ANC (RNC) /SOA YY-XXXX/28 

2 . REFERENCE ( S) : 

3. CONTENT 

A. CHANGE IN FLIGHT ROUTE TO POINT OF ENTRY 

1) TERRITORY FROM WHICH AN INSPECTION AIRPLANE FOLLOWS 
A CHANGED FLIGHT ROUTE: 

2) CHANGED FLIGHT ROUTE TO POINT OF ENTRY: 

3) EFFECTIVE DATE OF CHANGE: DD-MMM-YYYY 

B. CHANGE IN FLIGHT ROUTE FROM POINT OF ENTRY 

1) TERRITORY TO WHICH AN INSPECTION AIRPLANE FOLLOWS A 
CHANGED FLIGHT ROUTE: 

2) CHANGED FLIGHT ROUTE FROM POINT OF ENTRY: 

3) EFFECTIVE DATE OF CHANGE: DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/28 
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5. Format Number 29 (Notification to be provided in 
accordance with paragraph 5 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING INITIAL LISTS OF INSPECTORS AND 
AIRCREW MEMBERS 

1. ANC (RNC) /SOA YY-XXXX/29 

2 . REFERENCE ( S) : 

3. CONTENT 

LAST, FIRST, PATRONYMIC DATE 
OR MIDDLE NAME OF BIRTH 

(DD-MMM 
-YYYY) 

A. INSPECTORS 

1) 
2) 

B. AIR CREW MEMBERS 

1) 
2) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/29 

PLACE OF PASSPORT 
BIRTH NUMBER 
(CITY, OBLAST 

OR STATE, COUNTRY) 
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6. Format Number 30 (Notification to be provided in 
accordance with paragraph 6 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF AMENDMENTS TO LISTS OF INSPECTORS AND AIRCREW 
MEMBERS 

1. ANC (RNC) /SOA YY-XXXX/30 

2 . REFERENCE ( S) : 

3. CONTENT 

LAST, FIRST, PATRONYMIC 
OR MIDDLE NAME 

DATE 
OF BIRTH 
(DD-MMM 
-YYYY) 

PLACE OF PASSPORT 
BIRTH NUMBER 
(CITY, OBLAST 

OR STATE, COUNTRY) 

A. ADDITION OF INSPECTORS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 

B. ADDITION OF AIRCREW MEMBERS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 

C. DELETION OF INSPECTORS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 
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D. DELETION OF AIRCREW MEMBERS: (Yes/No} 
(If Yes, provide details} 

1} 
2} 

E. DATA CHANGE: (Yes/No} 
(If Yes, provide details} 

LAST, FIRST, PATRONYMIC DATE PLACE OF 
BIRTH 
(CITY, OBLAST 

PASSPORT 
NUMBER OR MIDDLE NAME OF BIRTH 

(DD-MMM 
-YYYY} OR STATE, COUNTRY} 

1} 

2} 

INSPECTORS (PREVIOUS DATA, 

a) INSPECTOR 

(1) (Previous Data) 
(2) (New Data) 

b) INSPECTOR 

(1) (Previous Data} 
(2) (New Data) 

AIR CREW MEMBERS (PREVIOUS 

a) AIRCREW MEMBER 

(1) (Previous Data) 
(2) (New Data) 

b) AIR CREW MEMBER 

(1) (Previous Data) 
(2) (New Data) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/30 

NEW DATA} 

DATA, NEW DATA) 
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7. Format Number 31 (Notification to be provided in 
accordance with paragraph 7 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF AGREEMENT WITH OR OBJECTION TO INSPECTORS OR 
AIRCREW MEMBERS 

1. ANC (RNC) /SOA YY-XXXX/31 

2. REFERENCE(S): 

3. CONTENT 

DATE PLACE OF PASSPORT LAST, FIRST, PATRONYMIC 
OR MIDDLE NAME OF BIRTH 

(DD-MMM 
-YYYY) 

BIRTH NUMBER 
(CITY, OBLAST 

OR STATE, COUNTRY) 

A. AGREEMENT WITH INSPECTORS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 

B. AGREEMENT WITH AIRCREW MEMBERS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 

C. OBJECTION TO INSPECTORS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 
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D. OBJECTION TO AIRCREW MEMBERS: (Yes/No) 
(If Yes, provide details) 

1) 
2) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/31 
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B. Format Number 32 (Notification to be provided in 
accordance with paragraph 8 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF AGREED LIST OF INSPECTORS AND AIRCREW MEMBERS 

1. ANC(RNC)/SOA YY-XXXX/32 

2 . REFERENCE ( S) : 

3. CONTENT 

LAST, FIRST, PATRONYMIC DATE PLACE OF PASSPORT 
OR MIDDLE NAME OF BIRTH BIRTH NUMBER 

(DD-MMM (CITY, OBLAST 
-YYYY) OR STATE, COUNTRY) 

A. INSPECTORS 

1) 
2) 

B. AIRCREW MEMBERS 

1) 
2) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/32 
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9. Format Number 33 (Notification to be provided in 
accordance with paragraph 9 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF INTENT TO CONDUCT INSPECTION 

1. ANC(RNC) /SOA YY-XXXX/33 

2 . REFERENCE ( S) : 

3. CONTENT 

A. POINT OF ENTRY: 

B. DATE AND ESTIMATED TIME OF ARRIVAL AT POINT OF ENTRY: 
DD-MMM-YYYY HH:MM 

LAST, FIRST, PATRONYMIC 
OR MIDDLE NAME 

C. INSPECTORS 

1) 
2) 

D. AIR CREW MEMBERS 

1) 
2) 

PASSPORT 
NUMBER 

E. INSPECTION TEAM CONSISTS OF XX MALE AND XX FEMALE 
INSPECTORS 

F. INDIVIDUALS WITH NEW PASSPORTS: (Line Numbers) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/33 
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10. Format Number 34 (Notification to be provided in 
accordance with paragraph 10 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF GEOGRAPHIC COORDINATES OF REFERENCE POINTS AT 
A POINT OF ENTRY 

1. ANC(RNC) /SOA YY-XXXX/34 

2 . REFERENCE ( S) : 

3. CONTENT 

A. POINT OF ENTRY: 

B. DATE OF DETERMINATION OF GEOGRAPHIC COORDINATES: 
DD-MMM-YYYY 

c. NEW GEOGRAPHIC COORDINATES 

1) FIRST REFERENCE POINT 
a) COORDINATES: DD-MMD, DOD-MMD 
b) PHYSICAL DESCRIPTION: 

2) SECOND REFERENCE POINT 
a) COORDINATES: DO-MMD, DDD--MMD 
b) PHYSICAL DESCRIPTION: 

3) THIRD REFERENCE POINT 
a) COORDINATES: DD-MMD, ODD-MMD 
b) PHYSICAL DESCRIPTION: 

4) FOURTH REFERENCE POINT 
a) COORDINATES: DD-MMD, ODD-MMD 
b) PHYSICAL DESCRIPTION: 
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D. MODIFIED GEOGRAPHIC COORDINATES 

1) AGREED GEOGRAPHIC COORDINATES OF REFERENCE POINT TO 
BE CHANGED: DO-MMD, DOD-MMD 

2) NEW GEOGRAPHIC COORDINATES OF REFERENCE POINT: 
DD-MMD, ODD-MMD 

3) PROPOSED EFFECTIVE DATE OF CHANGE: DD-MMM-YYYY 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/34 



-46-

11. Format Number 35 (Notification to be provided in 
accordance with paragraph 11 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF CHANGES TO SITE DIAGRAMS OF FACILITIES OR 
COASTLINES AND WATERS DIAGRAMS 

1. ANC(RNC)/SOA YY-XXXX/35 

2 . REFERENCE ( S) : 

3. CONTENT 

A. A REVISED SIMPLIFIED SITE DIAGRAM OF A FACILITY, 
INSPECTION SITE DIAGRAM, OR COASTLINES AND WATERS 
DIAGRAM IS TO BE PROVIDED THROUGH DIPLOMATIC CHANNELS 
NO LATER THAN 72 HOURS AFTER THIS NOTIFICATION IS 
PROVIDED. 

B. NAME (SUBTITLE, IF APPLICABLE) AND LOCATION OF FACILITY: 

1) TYPE OF DIAGRAM: 

2) FUNCTION OF FACILITY: 

3) EFFECTIVE DATE OF CHANGE: DD-MMM-YYYY 

4) BCC DOCUMENT RECORDING THIS CHANGE: (If Applicable) 

c. NAME (SUBTITLE, IF APPLICABLE) AND LOCATION OF FACILITY: 

1) TYPE OF DIAGRAM: 

2) FUNCTION OF FACILITY: 

3) EFFECTIVE DATE OF CHANGE: DD-MMM-YYYY 

4) BCC DOCUMENT RECORDING THIS CHANGE: (If Applicable) 
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4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/35 
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12. Format Number 36 (Notification to be provided in 
accordance with paragraph 12 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF INTENT TO CONDUCT AN EXHIBITION 

1. ANC (RNC) /SOA 

2 . REFERENCE ( S) : 

3. CONTENT 

YY-XXXX/36 

A. ITEM TO BE EXHIBITED: 

B. DATE AND ESTIMATED TIME OF EXHIBITION: DD-MMM-YYYY 
HH:MM 

C. POINT OF ENTRY: 

D. LOCATION OF EXHIBITION: (Name/Coordinates) 

E. PURPOSE OF EXHIBITION: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/36 
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13. Format Number 37 (Notification to be provided in 
accordance with paragraph 13 of Section VI of Part Four of the 
Protocol.) 

NOTIFICATION OF INTENT TO PARTICIPATE IN AN EXHIBITION 

1. ANC(RNC) /SOA YY-XXXX/37 

2. REFERENCE(S): 

3. CONTENT 

A. POINT OF ENTRY: 

B. DATE AND ESTIMATED TIME OF ARRIVAL AT POINT OF ENTRY: 
DD-MMM-YYYY HH:MM 

LAST, FIRST, PATRONYMIC 
OR MIDDLE NAME 

C. INSPECTORS 

1) 
2) 

PASSPORT 
NUMBER 

D. INSPECTION TEAM CONSISTS OF XX MALE AND XX FEMALE 
INSPECTORS 

E. INSPECTORS WITH NEW PASSPORTS: (Line Numbers) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/37 
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Section VII. Notification Formats To Be Provided in 
Accordance with Section VII of Part Four of the Protocol 

1. Format Number 38 (Notification to be provided in 
accordance with paragraph 1 of Section VII of Part Four of the 
Protocol. l 

NOTIFICATION CONTAINING A REQUEST TO CONVENE A SESSION OF THE 
BCC 

1. ANC(RNC)/SOA YY-XX:XX/38 

2. REFERENCE (S) : 

3. CONTENT 

A. PROPOSED DATE: DD-MMM-YYYY 

B. PROPOSED LOCATION: (Name) 

c. QUESTIONS THE PARTY INTENDS TO RAISE 

1) 
2) 

D. NAME OF HEAD REPRESENTATIVE: 

4. REMARKS: 

5. END OF ANC(RNC) /SOA YY-XXXX/38 
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2. Format Number 39 (Notification to be provided in 
accordance with paragraph 2 of Section VII of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING THE RESPONSE TO A REQUEST TO CONVENE A 
SESSION OF THE BCC 

1. ANC (RNC) /SOA YY-XXXX/39 

2 . REFERENCE ( S) : 

3. CONTENT 

A. DATE ACCEPTED OR PROPOSED ALTERNATIVE DATE: DD-MMM
yyyy 

B. LOCATION ACCEPTED OR PROPOSED ALTERNATIVE LOCATION: 
(Name) 

C. QUESTIONS THE PARTY INTENDS TO RAISE 

1) 
2) 

D. NAME OF HEAD REPRESENTATIVE: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/39 
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3. Format Number 40 (Notification to be provided in 
accordance with paragraph 3 of Section VII of Part Four of the 
Protocol.) 

NOTIFICATION RELATING TO THE ACTIVITIES OF THE BCC - OTHER 
MESSAGES 

1. ANC(RNC) /SOA YY-XXXX/40 

2. REFERENCE(S): 

3. CONTENT: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/40 
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4. Format Number 41 (Notification to be provided in 
accordance with paragraph 4 of Section VII of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING A REQUEST FOR CLARIFICATION OF A 
NOTIFICATION 

1. ANC(RNC)/SOA YY-XXXX/41 

2. REFERENCE(S): 

3. CONTENT 

A. ELEMENTS OF NOTIFICATION IN QUESTION 

1) 
2) 

B. CLARIFICATION REQUESTED: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/41 
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5. Format Number 42 (Notification to be provided in 
accordance with paragraph 5 of Section VII of Part Four of the 
Protocol.) 

NOTIFICATION CONTAINING CLARIFICATION, CORRECTION, OR 
MODIFICATION OF A NOTIFICATION 

1. ANC(RNC)/SOA YY-XXXX/42 

2 . REFERENCE ( S) : 

3. CONTENT 

A. CLARIFICATION, CORRECTION, OR MODIFICATION TO 
REFERENCED NOTIFICATION 

1) 
2) 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/42 
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6. Format Number 43 (Notification to be provided in 
accordance with paragraph 6 of Section VII of Part Four of the 
Protocol.) 

NOTIFICATION OF ADDITIONAL MESSAGE WITH RESPECT TO THE TREATY 

1. ANC(RNC)/SOA YY-XXXX/43 

2 • REFERENCE ( S) : 

3. CONTENT: 

4. REMARKS: 

5. END OF ANC(RNC)/SOA YY-XXXX/43 
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Section VIII. Notifications To Be Provided in Accordance with 
Paragraph 14 of Section VI of Part Four of the Protocol 

1. Notification to be provided in accordance with 
subparagraphs 14(a) and 14(b) of Section VI of Part Four of 
the Protocol. 

DESIGNATION OF THE TYPE OF INSPECTION AND THE INSPECTION SITE 
YKA3AHME KOHKPETHOrO TMITA MHCITEKUMM M MECTA MHCITEKUMM 

In accordance with Part Five of the Protocol, the inspection 
team leader specifies that the inspecting Party will conduct 
the following inspection: 

B cooTBeTcTB~~ c rnaBo~ nHTO~ ITpOTOKona pyKOBO~~Tenb 
~HCDeKU~OHHO~ rpynnw yKa3~BaeT, YTO ~HCDeKT~py~maH CTOpOHa 
npose~eT cne~y~my~ ~HcneKu~~= 

Type of Inspection: 

Site to be inspected: 

MecTo, HaMeYeHHOe ~nR ~HcneKu~~= 

Geographic Coordinates: 

Intent to conduct a sequential inspection: (Yes/No) 

HaMepeH~e npoBeCT~ nocne~oBaTeflbHY~ ~HcneKU~~= (lla/HeT) 
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Intent to return to the point of entry to designate the type 
of inspection and the inspection site: (Yes/No) 

HaMepeH~e BepHYTbCR B nyHKT B~e3na nnR yKa3aHHR KOHKpeTHOrO 
TMna MHCneKUMM M MeCTa ~HCrieKUHM: (lla/HeT) 

Delivered to in-country 
escort 
(Date/GMT/Location) 

Inspection Team Leader 
PyKOBOnHT€flb MHCrieKUMOHHOM 
rpynnbi 

Signature/nonnHcb 

Printed Name/ 
MMR neqaTHhlMH 6yKBaMH 

nepenaHo nHuaM, 
conpoBo~naromHM BHYTPH cTpaH~ 
(llaTa/BpeMR no 
rpMHB~qy/MeCTO) 

Member of In-country Escort 
flHuo, conpoBo~naromee BHYTP~ 

CTpaHbl 

Signature/nonnHCb 

Printed Name/ 
MMR neYaTH~H 6yKBaMM 
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2. Notification to be provided in accordance with 
subparagraph 14(c) of Section VI of Part Four of the Protocol. 

CANCELLATION OF INSPECTION 
OTMEHA ~HCnEK~~ 

In accordance with Part Five of the Protocol, the 
inspection team leader cancels this inspection. The number of 
inspections to which the inspecting Party is entitled shall 
not be reduced. 

B COOTBeTCTB~~ c rnasoA TIRTOM npoTOKOna PYKOBO~~Tenb 
MHCDeKU~OHHOA rpynnhl OTMeHReT 3Ty MHCDeKUM~. KonM~eCTBO 

MHCTieKUMM, Ha KOTOpoe MHCDeKT~py~~aR CTopoHa MMeeT npaso, He 
yMeHbWaeTCR. 

Type of Inspection: 

T~n II!HcneKUMII!: 

Inspection Site: 

MeCTO MHCD8KUMII!: 

Geographic Coordinates: 

reorpa<}Jw"ecK~e 

KOOp~II!Ha Tbl: 

Reason for cancellation: 

npii!~II!Ha OTMeHbl: 



Delivered to a member of the 
in-country escort 
(Date/GMT/Location) : 

Inspection Team Leader 
PyKoson~Tenb ~HcneKUHOHHOM 

rpynnbl 

Signaturejnonn~cb 

Printed Name/ 
HMR neqaTHbiMM oyKBaMM 

-59-

nepenaHO n~uy, 
conposo~na~meMy BHYTP~ 

CTpaHbl (~aTa/BpeMR no 
rp~Hs~qyjMeCTO) : 

Member of In-country Escort 
n~uo, conposo~na~mee BHYTP~ 

CTpaHbl 

Signature/nonn~cb 

Printed Name/ 
~MR neqaTHbiM~ 6yKBaM~ 
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3. Notification to be provided in accordance with 
subparagraph 14(d) of Section VI of Part Four of the Protocol. 

DESIGNATION OF ICBM LAUNCHERS, SLBM LAUNCHERS, BASING AREA, 
FIXED STRUCTURE FOR MOBILE LAUNCHERS OF ICBMS, OR DEPLOYED 

HEAVY BOMBERS FOR INSPECTION DURING INSPECTION 

KOHKPETHOE YKA3AH~E DYCKOBHX YCTAHOBOK M6P, DYCKOBHX YCTAHOBOK 
6Pnn, PAHOHA 6A3~POBAH~H, CTAU~OHAPHOrO COOPY~EH~R llflH 

MOS~flbHHX DYCKOBHX YCTAHOBOK M6P ~n~ PA3BEPHYTHX TR~EflHX 
SOMSAPn~POB~KOB llflR ~HCDEKU~~ BO BPEMR ~HCDEKU~~ 

In accordance with Part Five or Part Nine of the Protocol, 
the inspecting Party designates the following items for 
inspection: 

8 COOTBeTCTBMM C rnaBO~ nRTO~ MflM rnaBO~ ~eBRTO~ DpOTOKOna 
MHCneKTMpyiDmaR CTOpOHa KOHKp€THO yKa3~BaeT Cfl€~YIDmM€ cpe~CTBa 

~flR MHCneKUMM: 
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(Facility) ICBM BASE 

(06'beKT) ----------- BA3A MBP 

Deployed Launcher of ICBMs 
Pa3sepHyTaR nycKosaR 
ycTaHosKa MBP 

Non-deployed Launcher of 
ICBMS 
Hepa3sepHyTaR nycKosaR 
ycTaHosKa MBP 

Fixed Structure for Mobile 
Launchers of ICBMs (declared 
not to contain a deployed 
mobile launcher of ICBMS) 
CTau~oHapHoe coopy~eH~e nnR 
M06~JlbHblX nyCKOBblX ycTaHOBOK 
MBP (3aRsneHHOe KaK He 
conep~amee pa3sepHyTy~ 

M06~JlbH~ nycKOBY~ ycTaHOBKY 
MBP) 

DATE/TIME: 
,llATA/BPEM.R: 

Coordinates, Designation, 
Unique Identifier 
Koopn~HaT~, 0603HaYeH~e, 

Co6cTBeHH~H ono3HaBaTenbH~H 

3HaK 



Inspection Team Leader 
PyKOBOnMTenb MHCDeKUMOHHOM 
rpynnbr 

Signature/nonnMCb 

Printed Name/ 
~MR neYaTHhlMM OyKBaMM 
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Member of In-country Escort 
flMuo, conpoao~na~mee BHYTPH 
CTpaHbl 

Signature/nonn~cb 

Printed Name/ 
~MR neYaTHhlMM OyKBaMM 
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(Facility) ----------- SUBMARINE BASE 

(06'beKT) ----------- SA3A nO~BO~HHX no~OK 

Deployed Launcher of SLBMs 
PagsepHyTaR nycKoBaR 
ycTaHOBKa BPnn 

Non-deployed Launcher of 
SLBMs 
Hepa3BepHyTaR nycKosaR 
ycTaHosKa BPnn 

Launchers on SSGN 
TiyCKOB~e yCTaHOBKM Ha TiflAPK 

Converted Launcher of SLBMs 
on Ballistic Missile 
Submarine 
nepeo6opynoBaHHaR nyCKOBaR 
ycTaHOBKa SPTin Ha nonsonHoM 
nonKe, OCHameHHOM nyCKOBbWM 
ycTaHosKaMM sPnn 

DATE/TIME: 
~ATA/BPEMH: 

Submarine, Designation, Unique 
Identifier 
nonsonHaR nonKa, 0603Ha~eHMe, 

Co6CTBeHH~~ ono3HasaTenbH~ 

3HaK 



Inspection Team Leader 
PyKOBO~MT8flb MHCn8KUMOHHO~ 

rpynnbi 

Signature/nonnMCb 

Printed Name/ 
MMR neqaTHhlMM 6yKBaMM 
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Member of In-country Escort 
flMuo, conpoBo~na~wee BHYTP~ 

CTpaHbl 

Signature/nonn~cb 

Printed Name/ 
MMH neqaTHhlMM 6yKBaM~ 
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(Facility) AIR BASE -------
(06'beKT) AB~AU~OHHAH SA3A -------

Deployed Heavy Bombers 
Pa3BepHyThle TR~enhle 
60M6ap.[(Hp0BIUHKH 

Heavy Bombers Equipped for 
Non-nuclear Armaments 
TR~enhle 6oM6ap.nHpOBIUHKH, 
OCHaiUeHHhle llJlR HeR.IJ;epHblX 
BOOpy~eHY!M 

DATE/TIME: 
,IJ;ATA/BPEMH: 

Inspection Team Leader 
PyKOBO.IJ;Y!Tenb HHCneKUHOHHOW 
rpynnhl 

Signature/no.nnHch 

Printed Name/ 
~MR neYaTHhlMY! 6yKBaMY1 

Type, Designation, Unique 
Identifier 
TY!n, 0603HaYeHHe, Co6cTBeHHhli1 
ono3HaBaTenbHbii1 3HaK 

Member of In-country Escort 
flHuo, conpoao~.na~mee BHYTPH 
CTpaHbi 

Signature/no.nnYICb 

Printed Name/ 
~MR neYaTHbMYI 6yKBaMY1 
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(Facility) ------------ FORMERLY DECLARED FACILITY 

(05'beKT) PAHEE 3A.>IBJ1EHHhli11 OB'bEKT 

Heavy Bombers Equipped for 
Non-nuclear Armaments 
TR~en~e 5oM6apn~poam~K~, 

OCHameHH~e nnR HeRnepH~X 
BOOpy~eH~M 

DATE/TIME: 
)lATA/BPEM5I: 

Inspection Team Leader 
PyKoaon~Tenb ~HcneKu~oHHot1 

rpynn~ 

Signature/nonn~cb 

Printed Name/ 
~MR neYaTH~~ 5YKBaM~ 

Type, Designation, Unique 
Identifier 
T111n, OoosHaYeH~e, CoocTBeHHbilil 
onosHaBaTenbH~t1 sHaK 

Member of In-country Escort 
Jl~uo, conpoBo~na~mee BHYTP~ 

CTpaHbl 

Signature/Tionn~cb 

Printed Name/ 
~MR neYaTH~~ 6yKBaM~ 
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(Facility) ------------ STORAGE FACILITY FOR HEAVY BOMBERS 

(06'beKT) 
MECTO CKTIA~CKOrO XPAHEH~R TR~EflHX 

----------- 130M13AP~Y1POBlll,t1KOB 

Deployed Heavy Bombers 
Pa3BepHyTbie TRl!Cenwe 
6oM6ap.II11pOBUll1Kl1 

DATE/TIME: 
~ATA/BPEMR: 

Inspection Team Leader 
PyKOBO.Ill1Tenb l1HcneKU110HHot1 
rpynnbr 

Signature/no.nn11cb 

Printed Name/ 
Y1MR ne<IaTHbWl1 6yKBaMl1 

Type, Designation, Unique 
Identifier 
Tvm, 0603Ha<JeHl1e, Co6cTaeHHbit1 
OD03HaBaTenbHhlM 3HaK 

---~~~~~---------------

Member of In-country Escort 
fl11uo, conpoaoliC.naiDmee BHyTp11 
CTpaHbl 

Signature/no.nnl1Cb 

Printed Name/ 
Y1MR ne<JaTHhlMl1 6YKBaMl1 
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(Facility) TEST RANGE -------

~CnhlTATETibHhlH non~rOH -------

Silo Test Launcher of ICBMS 
illaXTHaR nyCKOBaR yCTaHOBKa 
MSP, npenHa3Ha~eHHaR nnR 
YICnb!TaHv!li! 

DATE/TIME: 
,IIATA/BPEMR: 

Inspection Team Leader 
PyKOEOnYITenb YIHCneKUYIOHHO~ 

rpynnbl 

Signature/nonnYICb 

Printed Name/ 
~MR ne~aTHb!MYI 6yKBaMYI 

Coordinates, Designation 
KoopnYIHaTbl, 06o3Ha~eHYie 

Member of In-country Escort 
TIYiuo, conposo~na~mee BHYTPYI 
CTpaHbl 

Signature/nonnYICb 

Printed Name/ 
~MR ne~aTHb!MYI 6yKBaMYI 



ANNEX ON TELEMETRIC INFORMATION TO THE PROTOCOL TO THE TREATY 
BETWEEN THE UNITED STATES OF AMERICA 

AND THE RUSSIAN FEDERATION ON MEASURES FOR THE 
FURTHER REDUCTION AND LIMITATION OF STRATEGIC OFFENSIVE ARMS 

Part One - Definitions 

For the purposes of this Annex: 

1. The term "providing Party" means the Party that provides 
telemetric information on launches of ICBMS or SLBMs, provides 
telemetric information playback equipment and its spare parts, 
conducts demonstrations of recording media and telemetric 
information playback equipment, or provides training in the 
operation and maintenance of telemetric information playback 
equipment. 

2. The term "receiving Party" means the Party that receives 
telemetric information on launches of ICBMS or SLBMs, acquires 
telemetric information playback equipment and its spare parts, 
participates in demonstrations of recording media and 
telemetric information playback equipment, or receives 
training in the operation and maintenance of telemetric 
information playback equipment. 

3. The term "trainee team" means the group of individuals 
assigned by the receiving Party for training in the operation 
and maintenance of telemetric information playback equipment 
on the territory of the providing Party. 
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Part Two - General Provisions 

1. The Party conducting a launch of an ICBM or SLBM that it 
intends to consider for provision of telemetric information to 
the other Party shall, in a notification of such a launch 
provided in accordance with Section IV of Part Four of the 
Protocol, specify all frequencies expressed in megahertz to 
the nearest one-tenth of a megahertz and modulation methods to 
be used to broadcast telemetric information subject to 
provision to the other Party. 

2. For launches of ICBMs or SLBMs specified in paragraph 1 of 
this Part, the Party conducting such launches shall not take 
any measures to deny access to the telemetric signal broadcast 
and shall not encrypt telemetric information that may be 
provided to the other Party. 

3. For each launch of an ICBM or SLBM that the Party 
conducting such launches does not intend to consider for 
provision of telemetric information to the other Party, the 
Party conducting such launches may use any method of denying 
access to telemetric information that originates on board the 
missile and is broadcast. 

4. The Parties shall begin the exchange of telemetric 
information in accordance with paragraphs 1, 2, 6, 7, and 9 of 
Part Two, and with Part Three of this Annex after agreement 
has been reached within the framework of the BCC on the amount 
of telemetric information on ICBM and SLBM launches that each 
Party shall provide. 

5. The Parties shall not exchange telemetric information that 
originates in reentry vehicles or in other objects installed 
on an ICBM or SLBM for the purpose of being delivered into the 
upper atmosphere or space. 

6. When exchanging telemetric information, the Parties shall 
provide: 
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(a) Recording media containing a recording of telemetric 
information broadcast during a launch, in the amount agreed in 
accordance with paragraph 4 of this Part; 

(b) Summaries of the recording media specified in 
subparagraph (a) of this paragraph; and 

(c) Interpretive data for the telemetric information. 

7. No later than 60 days after the BCC takes the decision 
specified in paragraph 2 of Part Seven of the Protocol, each 
Party shall simultaneously provide to the other Party, through 
diplomatic channels, recording media with a recording of 
telemetric information, summaries of such recording media, and 
interpretive data. Written materials shall be provided in the 
English or Russian language at the discretion of the providing 
Party. 

8. In order to make it possible for the other Party to play 
back the recording of the telemetric information provided, 
each Party shall: 

(a) Conduct for the receiving Party an initial 
demonstration of the applicable recording media and telemetric 
information playback equipment in accordance with Part Four of 
this Annex. 

(b) Conduct for the receiving Party a demonstration of 
the recording media and/or telemetric information playback 
equipment that are different from those for which a 
demonstration was previously conducted in accordance with Part 
Four of this Annex. 

(c) If requested, provide the receiving Party with the 
opportunity to acquire the telemetric information playback 
equipment and spare parts for such equipment, in accordance 
with Part Five of this Annex. 

(d) If requested, provide timely training in the 
operation and maintenance of the telemetric information 
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playback equipment to personnel of the receiving Party, in 
accordance with Part Six of this Annex. 

(e) Use those types of modulation, methods, modes, and 
formats for recording, as well as methods for encoding 
telemetric information on recording media that, along with 
summaries of the recording media, allow the receiving Party to 
convert telemetric information to the form (format) that 
originates on board the missile before broadcast, using 
telemetric information playback equipment for which a 
demonstration was conducted. 

9. Telemetric information shall be exchanged for launches 
that the Parties conduct after entry into force of the Treaty. 
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Part Three - Provision of Recording Media, Summaries of 
Recording Media, and Interpretive Data for Telemetric 

Information 

1. With respect to subparagraph 6(a) of Part Two of this 
Annex, each Party shall have the right to use and provide to 
the other Party any recording media containing a recording of 
telemetric information for which a demonstration was 
previously conducted. Such recording media shall be 
compatible with the telemetric information playback equipment 
for which a demonstration was previously conducted. 

2. Summaries of each recording medium provided in accordance 
with subparagraph 6(b) of Part Two of this Annex shall 
include: 

(a) Type of ICBM or SLBM, date of launch, recording 
medium number, recorder type, recording speed for the 
recording media in meters per second or in inches per second, 
if applicable, and type of filing system for the recording 
media, if applicable. 

(b) Information on each recording track including 
recording track number, and information on the structure of 
the file and location of the information word bits in the 
file, as applicable, starting and ending times of the 
recording keyed to a GMT time standard, recording mode, and 
frequency in megahertz and modulation method used to broadcast 
the telemetric information. 

(c) Description of the digital data encoding methods 
employed and description of the digital data recording 
formats. 

(d) Identification and explanation, where possible, keyed 
to a GMT time standard, of those periods of time during the 
launch of an ICBM or SLBM for which no recording was obtained 
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on the recording medium or for which the recording on the 
recording medium is of inferior quality. 

(e) Method for telemetric information playback from the 
recording medium that enables the conversion of information 
contained on the recording medium to the form (format) that 
originates on board the missile before broadcast. 

3. The receiving Party shall provide notification in 
accordance with paragraph 2 of Section IV of Part Four of the 
Protocol if the receiving Party determines that: 

(a) The recording media provided do not contain a 
recording of the complete set of telemetric information in the 
amount agreed in accordance with paragraph 4 of Part Two of 
this Annex; or 

(b) The quality of the telemetric information recorded on 
the recording medium is insufficient to convert it to the form 
(format) that originated on board the missile before 
broadcast; or 

(c) The information in a summary of the recording medium 
is insufficient to convert the telemetric information 
contained on such a recording medium to the form (format) that 
originated on board the missile before broadcast. 

4. Upon receipt of the notification specified in paragraph 3 
of this Part, the providing Party shall provide a 
notification, in accordance with paragraph 3 of Section IV of 
Part Four of the Protocol, containing an explanation 
concerning the incompleteness or insufficient quality of the 
recording media provided, or insufficient quality of the 
recording of telemetric information contained on them, or 
shall provide, through diplomatic channels, new recording 
media containing a recording of the telemetric information or 
new summaries of the recording media previously provided. 

s. The interpretive data provided in accordance with 
subparagraph 6(c) of Part Two of this Annex shall contain a 
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description of the format of the telemetry frame and encoding 
methods, including, among other things: 

(a) Number of bits per standard word. 

(b) Number of standard words per frame. 

(c) Number of frames per second. 

(d) Location of synchronization words or synchronization 
bits. 

(e) Location of information in the frame describing its 
formatting. 

(f) Designation and location of each data element on the 
entire interval of the telemetric information provided to the 
other Party, and, if in a given word location a time-sharing 
mode is used for two or more data elements, the structure for 
such time-sharing mode. 

(g) Method of representing each data element, including 
the location of each bit in each data element, the order of 
the bits from least significant to most significant, and the 
method for representing negative values. 

{h) All information regarding encoding algorithms, 
including error detection and correction, data compression, 
and any conversion processes that are applied in the telemetry 
equipment to parameter values measured on board. 

6. Each Party shall provide a complete set of interpretive 
data, in accordance with paragraph 5 of this Part, for each 
launch on which telemetric information is provided. 
References to interpretive data for other launches shall not 
be permitted. 

7. The providing Party shall provide to the receiving Party 
summaries of the recording medium that, together with the 
playback of telemetric information on the telemetric 
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information playback equipment for which a demonstration was 
previously conducted, provide the receiving Party with the 
opportunity to convert the telemetric information provided to 
the form (format) that originated on board the missile before 
broadcast. 

8. If the receiving Party determines that interpretive data 
do not meet the requirements set forth in paragraph 5 of this 
Part, this Party shall provide a notification in accordance 
with paragraph 2 of Section IV of Part Four of the Protocol. 

9. Upon receipt of the notification provided in accordance 
with paragraph 8 of this Part, the providing Party shall 
provide a notification, in accordance with paragraph 3 of 
Section IV of Part Four of the Protocol, containing an 
explanation concerning the incompleteness or insufficient 
quality of the interpretive data or shall provide, through 
diplomatic channels, revised interpretive data for telemetric 
information. 
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Part Four - Arranging and Conducting Demonstrations of 
Recording Media and Telemetric Information Playback Equipment 

1. With respect to subparagraph 8(a) of Part Two of this 
Annex, each Party shall conduct an initial demonstration of 
recording media and playback equipment for telemetric 
information from such media no later than 180 days after entry 
into force of the Treaty. 

2. With respect to subparagraph 8(b) of Part Two of this 
Annex, each Party shall conduct a subsequent demonstration of 
a recording medium and/or relevant telemetric information 
playback equipment, if the recording medium, type of 
modulation, mode, recording format, or method of encoding 
telemetric information differs from that used previously and 
requires the use of different telemetric information playback 
equipment or a modification of existing telemetric information 
playback equipment. Such a demonstration shall be conducted 
no less than 60 days in advance of the beginning of the 
calendar year during which such recording medium is to be 
provided or no later than 60 days after receipt of a request 
provided in accordance with paragraph 4 of this Part. 

3. If the differences specified in paragraph 2 of this Part 
do not require the use of different telemetric information 
playback equipment or modification of existing telemetric 
information playback equipment, the providing Party shall 
provide, through diplomatic channels, no less than 60 days in 
advance of the beginning of the calendar year during which 
such recording media are to be provided, information 
describing the type of modulation, mode, recording format or 
method of encoding telemetric information, as well as a 
recording medium with a recording of test telemetric 
information that makes it possible to ascertain that the 
descriptions provided are sufficient. 

4. If the receiving Party believes that the information 
provided in accordance with paragraph 3 of this Part is 
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insufficient, this Party shall provide a notification 
containing a request to conduct a demonstration in accordance 
with paragraph 2 of this Part. 

5. Notification of the planned date and place for conducting 
a demonstration of recording media and/or playback equipment 
for telemetric information from such media shall be provided 
in accordance with paragraph 4 of Section IV of Part Four of 
the Protocol. 

6. The providing Party shall determine the location of the 
demonstration. 

7. The amount of information in the summary of the recording 
medium specified in paragraph 2 of Part Three of this Annex 
may be supplemented with other information describing the 
recording medium. The content of such additional information 
shall be agreed by the Parties during the conduct of the 
demonstration of the recording medium or within the framework 
of the BCC. 

8. Pro~edures for conducting demonstrations of recording 
media and telemetric information playback equipment shall be 
agreed by the Parties within the framework of the BCC. 

9. The costs associated with transportation of individuals 
participating in demonstrations to and from the point of entry 
on the territory of the providing Party shall be borne by the 
receiving Party. Other costs associated with arranging and 
conducting demonstrations in accordance with paragraphs 1 and 
2 of this Part shall be borne by the providing Party. 
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Part Five - Provision of Telemetric Information Playback 
Equipment and Spare Parts 

1. With respect to subparagraph 8(c) of Part Two of this 
Annex each Party shall, upon request, provide to the other 
Party the opportunity to acquire the equipment for the 
playback of telemetric information contained on recording 
media for which a demonstration was previously conducted, 
together with the appropriate software and technical 
documentation. Notification containing such a request, or a 
response to a request, shall be provided in accordance with 
paragraph 5 of Section IV of Part Four of the Protocol, taking 
into account the following sequence: 

(a) The receiving Party shall provide notification 
containing a request about the possibility to acquire 
telemetric information playback equipment for which a 
demonstration was previously conducted. 

(b) The providing Party that received such a request 
shall provide notification to the receiving Party of the 
estimated time frame for delivery of such equipment, its cost, 
and weight and size in the transport packaging. 

(c) The receiving Party shall provide notification of its 
agreement to acquire or its refusal to acquire the requested 
equipment. 

2. The time frame for provision of such equipment to the 
receiving Party shall not exceed 120 days, unless otherwise 
agreed by the Parties, from the date of receipt of 
notification provided for in subparagraph l(c) of this Part. 

3. Each Party shall, upon request, provide to the other Party 
an opportunity to acquire spare parts for previously purchased 
telemetric information playback equipment, with detailed 
instructions on installation of the specified spare parts. 
Notification containing such a request, or a response to a 
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request, shall be provided in accordance with paragraph 5 of 
Section IV of Part Four of the Protocol, taking into account 
the following sequence: 

(a) The receiving Party shall provide notification 
containing a request to acquire spare parts for telemetric 
information playback equipment for which a demonstration was 
previously conducted. 

(b) The providing Party that received such a request 
shall provide notification to the receiving Party of the 
estimated time frame for delivery of spare parts, their cost, 
and weight and size in the transport packaging. 

(c) The receiving Party shall provide notification of its 
agreement to acquire or its refusal to acquire the requested 
spare parts. 

4. The time frame for provision to the receiving Party of 
spare parts for telemetric information playback equipment 
shall not exceed 90 days, unless otherwise agreed by the 
Parties, from the date of receipt of notification provided for 
in subparagraph 3(c) of this Part. 

5. In the event of two or more malfunctions of the same 
components of the telemetric information playback equipment, 
the providing Party shall, upon receipt of a request from the 
receiving Party with a detailed description of the malfunction 
and the conditions in which it occurred, provide detailed 
explanations with an analysis of the possible cause of the 
malfunction of the equipment and recommendations for the 
prevention of such malfunctions in the future. such requests 
and responses to them shall be provided through diplomatic 
channels. 

6. The costs associated with the acquisition of the 
telemetric information playback equipment and/or its spare 
parts, including delivery and installation, shall be borne by 
the receiving Party. 
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Part Six - Training in the Operation and Maintenance of 
Telemetric Information Playback Equipment for Personnel of the 

Receiving Party 

1. With respect to subparagraph B(d) of Part Two of this 
Annex, training in the operation and maintenance of telemetric 
information playback equipment for personnel of the receiving 
Party shall be conducted on the territory of the providing 
Party. 

2. With respect to the number and list of team members 
assigned for training and the provision of visas: 

(a) The team shall not exceed 14 individuals. 

(b) The receiving Party shall provide, through diplomatic 
channels, a list of team members in advance of their arrival 
on the territory of the providing Party. The provisions of 
paragraph 6 of Section II of Part Five of the Protocol on an 
objection to an individual included on the list of inspectors, 
shall apply to an objection to a team member. The providing 
Party shall provide notification of its objection no later 
than 15 days after receipt of such list. 

(c) The providing Party shall provide visas, and, where 
necessary, other documents to each team member to whom it has 
not objected, as may be required to ensure that each team 
member may enter and remain on the territory of this Party 
throughout the training period. 

3. With respect to the trainee team: 

(a) The providing Party shall provide necessary 
assistance, including safety briefings, to the trainee team 
members. 

(b) The providing Party shall provide to each trainee 
team member necessary training materials in the language of 
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the receiving Party, and shall also provide one set of 
training materials for the entire team in the language of the 
providing Party. 

(c) The provisions of paragraph 7 of Part One of the 
Annex on Inspection Activities on movement, travel, and 
emergency evacuation shall apply to the trainee team leader 
and representatives of the providing Party. 

(d) Throughout the in-country period, the providing Party 
shall ensure that the trainee team can be in communication 
with the embassy of the receiving Party, located on the 
territory of the providing Party, using telephonic 
communications provided by the providing Party. 

(e) The providing Party shall treat with due respect the 
trainee team members on its territory and shall take all 
appropriate measures to prevent any attack on their person, 
freedom, and dignity. 

4. With respect to arrangements for air transportation: 

(a) The Parties shall use inspection airplanes, airplanes 
making regularly scheduled commercial flights, or Open Skies 
airplanes. 

(b) The receiving Party shall provide notification to the 
providing Party of the expected arrival of trainee team 
members no less than 72 hours in advance of the estimated time 
of arrival of the trainee team members at the point of entry 
located on the territory of the providing Party. Such 
notifications shall include: 

(i) The date and estimated time of arrival at the 
point of entry; and 

(ii) The name, date of birth, place of birth, and 
passport number of each trainee team member. 
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5. With respect to the report and confidentiality 
requirements: 

(a) Before departing the location where training in 
operation and maintenance was conducted, the trainee team 
leader and a representative of the providing Party shall 
record in a written report the training activities that were 
carried out and shall confirm the completion of such 
activities. 

(b) The receiving Party shall ensure that trainee team 
members not publicly disclose information obtained during 
training except with the express consent of the receiving 
Party. Such consent shall be granted only with the express 
consent of the providing Party. 

6. Throughout the in-country period, the providing Party 
shall provide meals, lodging, work space, transportation, and, 
as necessary, medical and other urgent services for the 
trainee team. 

7. Training materials provided for the training period shall 
be furnished to the receiving Party at no cost. 

8. Costs associated with transportation to and from a point 
of entry on the territory of the providing Party and costs 
associated with implementation of paragraph 6 of this Part 
shall be borne by the receiving Party. 
















































































































































































































































































































